
www.fuantronics.net PRODUCT DESCRIPTION 

3.2W El38/13.6 FAPE3813 SERI ES 

FEATURES OPTIONS 

Two compartments bobbin 
Self-extinguishing plastics UL9LJV-0 
0egree of protection IP67 

Bulk packaging is standard 
Custom design available 

Weight: 0.155kg 
Temperature class to 70 °C/B 

COMMON APPLICATIONS 

Medicai equipments 
Industriai equipments 
Industriai controls 
Test equipments 
Industriai computers 
Avi on ics & telecom 

PHYSICAL CHARACTERISTICS 
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ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load . 
Number [V) [V/mAJ voltage(V) Fig. 

FAPE381393 230 6/533 8.0 1 
FAPE38139LJ 230 9/356 12.0 1 
FAPE381395 230 12/267 16.0 1 
FAPE381396 230 15/21LJ 20.0 1 
FAPE381397 230 18/178 2LJ.l 1 
FAPE381398 230 2LJ/13LJ 32.1 1 
FAPE381399 230 2*6/267 2*8.0 2 
FAPE3813100 230 2*9/178 2*12.0 2 
FAPE3813101 230 2*12/13LJ 2*16.0 2 
FAPE3813102 230 2*15/107 2*20.0 2 
FAPE3813103 230 2*18/89 2*2LJ.l 2 
FAPE38131DLJ 230 2*2LJ/67 2*32.1 2 
FAPE3813105 115 6/533 8.0 1 
FAPE3813106 115 9/356 12.0 1 
FAPE3813107 115 12/267 16.0 1 
FAPE3813108 115 15/21LJ 20.0 1 
FAPE3813109 115 18/178 2LJ.l 1 
FAPE3813110 115 2LJ/13LJ 32.1 1 
FAPE3813111 115 2*6/267 2*8.0 2 
FAPE3813112 115 2*9/178 2*12.0 2 
FAPE3813113 115 2*12/13LJ 2*16.0 2 
FAPE381311LJ 115 2*15/107 2*20.0 2 
FAPE3813115 115 2*18/89 2*2LJ.l 2 
FAPE3813116 115 2*2LJ/67 2*32.1 2 
FAPE3813117 2*115 6/533 8.0 3 
FAPE3813118 2*115 9/356 12.0 3 
FAPE3813119 2*115 12/267 16.0 3 
FAPE3813120 2*115 15/21LJ 20.0 3 
FAPE3813121 2*115 18/178 2LJ.l 3 
FAPE3813122 2*115 2LJ/13LJ 32.1 3 
FAPE3813123 2*115 2*6/267 2*8.0 Lj 

FAPE381312LJ 2*115 2*9/178 2*12.0 Lj 

FAPE3813125 2*115 2*12/13LJ 2*16.0 Lj 

FAPE3813126 2*115 2*15/107 2*20.0 Lj 

FAPE3813127 2*115 2*18/89 2*2LJ.l Lj 

FAPE3813128 2*115 2*2LJ/67 2*32.1 Lj 
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PRODUCT DESCRIPTION www.fuantronics.net 

SW El42/14.8 FAPE4214 SERIES 

FEATURES 

Two compartments bobbin 
Self-extinguishing plastics UL91.JV-0 
0egree of protection IP67 
Weight: 0.2kg 
Temperature class to 70 °C/B 

COMMON APPLICATIONS 

Medicai equipments 
Industriai equipments 
Industriai controls 
Test equipments 
Industriai computers 
Avionics & telecom 

PHYSICAL CHARACTERISTICS 

ALL 0IMENSI0NS IN MM 

TECHNICAL INFORMATION 
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FIG 3 

OPTIONS 

Bulk packaging is standard 
Custom design available 
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ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load . 
Number [V) [V/mAJ voltage(V) Fig. 

FAPEI.J211.J29 230 6/833 8.1 1 
FAPEI.J211.J30 230 9/556 12.0 1 
FAPEI.J211.J31 230 12/1.Jl7 15.5 1 
FAPEI.J211.J32 230 15/331.J 19.2 1 
FAPEI.J211.J33 230 18/278 23.0 1 
FAPEI.J211.J31.J 230 21.J/208 30.5 1 
FAPEI.J211.J35 230 2*6/I.J17 2*7.7 2 
FAPEI.J211.J36 230 2*9/278 2*11.6 2 
FAPEI.J211.J37 230 2*12/208 2*15.5 2 
FAPEI.J211.J38 230 2*15/167 2*19.1.J 2 
FAPEI.J211.J39 230 2*18/139 2*23.1 2 
FAPEI.J211.JI.J0 230 2*21.J/101.J 2*30.8 2 
FAPEI.J211.JI.Jl 115 6/833 8.1 1 
FAPEI.J211.JI.J2 115 9/556 12.0 1 
FAPEI.J211.JI.J3 115 12/I.Jl7 15.5 1 
FAPEI.J211.JI.JI.J 115 15/331.J 19.2 1 
FAPEI.J211.JI.J5 115 18/278 23.0 1 
FAPEI.J211.JI.J6 115 21.J/208 30.5 1 
FAPEI.J211.JI.J7 115 2*6/I.J17 2*7.7 2 
FAPEI.J211.JI.J8 115 2*9/278 2*11.6 2 
FAPEI.J211.JI.J9 115 2*12/208 2*15.5 2 
FAPEI.J211.J50 115 2*15/167 2*19.1.J 2 
FAPEI.J211.J51 115 2*18/139 2*23.1 2 
FAPEI.J211.J52 115 2*21.J/101.J 2*30.8 2 
FAPEI.J211.J53 2*115 6/833 8.1 3 
FAPEI.J21 I.J51.J 2*115 9/556 12.0 3 
FAPEI.J211.J55 2*115 12/I.Jl7 15.5 3 
FAPEI.J211.J56 2*115 15/331.J 19.2 3 
FAPEI.J211.J57 2*115 18/278 23.0 3 
FAPEI.J211.J58 2*115 21.J/208 30.5 3 
FAPEI.J211.J59 2*115 2*6/I.J17 2*7.7 l.j 

FAPEI.J211.J60 2*115 2*9/278 2*11.6 l.j 

FAPEI.J211.J61 2*115 2*12/208 2*15.2 l.j 

FAPEI.J211.J62 2*115 2*15/167 2*19.1.J l.j 

FAPEI.J211.J63 2*115 2*18/139 2*23.1 l.j 

FAPEI.J211.J61.J 2*115 2*21.J/101.J 2*30.8 l.j 
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www.fuantronics.net PRODUCT DESCRIPTION 

1 OW El48/16.8 FAPE4816 SERI ES 

FEATURES 

Two compartments bobbin 

Self-extinguishing plastics UL9LJV-0 

0egree of protection IP67 

Weight: 0.3kg 

Temperature class to LJ0 °C/B 

COMMON APPLICATIONS 

Medicai equipments 

Industriai equipments 

Industriai controls 

Test equipments 

Industriai computers 

Avionics 6 telecom 

PHYSICAL CHARACTERISTICS 

ALL 0IMENSI0NS IN MM 

TECHNICAL INFORMATION 

FIG 1 

FIG 3 

OPTIONS 

Bulk packaging is standard 

Custom design available 
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ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load . 
Number [V) [V/mA] voltage(V) Fig. 

FAPELJ81665 230 6/1666 7.9 1 

FAPELJ81666 230 9/1111 12.0 1 

FAPELJ81667 230 12/83LJ lll.7 1 

FAPELJ81668 230 15/666 19.2 1 

FAPELJ81669 230 18/555 22.9 1 

FAPELJ81670 230 2LJ/LJ16 30.6 1 

FAPELJ81671 230 2*6/83LJ 2*8.1 2 

FAPELJ81672 230 2*9/555 2*11.6 2 

FAPELJ81673 230 2*12/LJ16 2*15.7 2 

FAPELJ8167LJ 230 2*15/333 2*19.5 2 

FAPELJ81675 230 2*18/277 2*23.5 2 

FAPELJ81676 230 2*2LJ/208 2*30.0 2 

FAPELJ81677 115 6/1666 7.9 1 

FAPELJ81678 115 9/1111 12.0 1 

FAPELJ81679 115 12/83LJ lll.7 1 

FAPELJ81680 115 15/666 19.2 1 

FAPELJ81681 115 18/555 22.9 1 

FAPELJ81682 115 2LJ/LJ16 30.6 1 

FAPELJ81683 115 2*6/83LJ 2*8.1 2 

FAPELJ8168LJ 115 2*9/555 2*11.6 2 

FAPELJ81685 115 2*12/LJ16 2*15.7 2 

FAPELJ81686 115 2*15/333 2*19.5 2 

FAPELJ81687 115 2*18/277 2*23.5 2 

FAPELJ81688 115 2*2LJ/208 2*30.0 2 

FAPELJ81689 2*115 6/1666 7.9 3 

FAPELJ81690 2*115 9/1111 12.0 3 

FAPELJ81691 2*115 12/83LJ lll.7 3 

FAPELJ81692 2*115 15/666 19.2 3 

FAPELJ81693 2*115 18/555 22.9 3 

FAPELJ8169LJ 2*115 2LJ/LJ16 30.6 3 

FAPELJ81695 2*115 2*6/83LJ 2*8.1 Lj 

FAPELJ81696 2*115 2*9/555 2*11.6 Lj 

FAPELJ81697 2*115 2*12/LJ16 2*15.7 Lj 

FAPELJ81698 2*115 2*15/333 2*19.5 Lj 

FAPELJ81699 2*115 2*18/277 2*23.5 Lj 

FAPELJ816100 2*115 2*2LJ/208 2*30.0 Lj 
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www.fuantronics.net PRODUCT DESCRIPTION 

25W El&0/25.5 FAPE6025H SERI ES 

FEATURES OPTIONS COMMON APPLICATIONS 

Frequency 50/60Hz 
Potted under vacuum 
Split-bobbin 

Bulk packaging is standard 
Custom design available 

Medicai equipments 
Industriai equipments 
Industriai controls 
Test equipments 
Industriai computers 
Avi on ics 6 telecom 

Temperature class ta LJ0°C/B 
Weight: 0.67kg 
Packaging unit: 6 pieces (tray) 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load . 
Number [V] [V/mAJ voltage(V] Fig. 

FAPE602501H 230 6/LJ170 6.9 1 
FAPE602502H 230 9/2780 10.3 1 
FAPE602503H 230 12/2080 13.6 1 
FAPE60250LJH 230 15/1670 17 1 
FAPE602505H 230 18/1390 20.5 1 
FAPE602506H 230 2LJ/l□LJ0 27 1 
FAPE602507H 230 2*6/2080 2*6.9 2 
FAPE602508H 230 2*9/1390 2*10.5 2 
FAPE602509H 230 2*12/l□LJ0 2*13.6 2 
FAPE602510H 230 2*15/830 2*17.3 2 

PHYSICAL CHARACTERISTICS 

�9.2 

ALL DIMENSI0NS IN MM 

Part Primary Secondary No-load . 
Number [V] [V/mAJ voltage(VJ Fig. 

FAPE602511H 2*115 6/LJ170 6.9 

FAPE602512H 2*115 9/2780 10.3 
FAPE602513H 2*115 12/2080 13.6 
FAPE60251LJH 2*115 15/1670 17 
FAPE602515H 2*115 18/1390 20.5 
FAPE602516H 2*115 2LJ/l□LJ0 27 
FAPE602517H 2*115 2*6/2080 2*6.9 

FAPE602518H 2*115 2*9/1390 2*10.5 
FAPE602519H 2*115 2*12/l□LJ0 2*13.6 
FAPE602520H 2*115 2*15/830 2*17.3 

TECHNICAL INFORMATION 

FIG 1 FIG 2 
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PRODUCT DESCRIPTION www.fuantronics.net 

36W El66/23 FAPE6623H SERI ES 

FEATURES OPTIONS COMMON APPLICATIONS 

Frequency 50/60Hz 
P□tted under vacuum 
Split-bobbin 

Bulk packaging is standard 
Cust□m design available 

Medicai equipments 
Industriai equipments 
Industriai controls 
Test equipments 
Industriai c□mputers 
Avionics 6 telec□m 

Temperature class ta LJ0
°C/B 

Weight: 0.75kg 
Packaging unit: 6 pieces (tray) 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load F 
Number [V) [V/mA] voltage(V) ig. 

FAPE662301H 230 6/6000 

FAPE662302H 230 9/LJ000 

FAPE662303H 230 12/3000 

FAPE66230LJH 230 15/2LJ00 

FAPE662305H 230 lB/2000 

FAPE662306H 230 2LJ/1500 

FAPE662307H 230 2*6/3000 

FAPE662308H 230 2*9/2000 

FAPE662309H 230 2*12/1500 

FAPE662310H 230 2*15/1200 

PHYSICAL CHARACTERISTICS 

>-- --71.□ - -------< 
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6.9 1 

10.3 1 

13.6 1 

17 1 

20.5 1 

27 1 

2*6.9 2 

2*10.5 2 

2*13.6 2 

2*17.3 2 

Pin DIA 0.80 

ALL DIMENSI0NS IN MM 

Part Primary Secondary No-load . 
Number [V) (V/mA) voltage(V) Fig. 

FAPE662311H 2*115 6/6000 6.9 
FAPE662312H 2*115 9/LJ000 10.3 
FAPE662313H 2*115 12/3000 13.6 
FAPE66231LJH 2*115 15/2LJ00 17 
FAPE662315H 2*115 1B/2000 20.5 
FAPE662316H 2*115 2LJ/1500 27 
FAPE662317H 2*115 2*6/3000 2*6.9 
FAPE662318H 2*115 2*9/2000 2*10.5 
FAPE662319H 2*115 2*12/1500 2*13.6 
FAPE662320H 2*115 2*15/1200 2*17.3 

TECHNICAL INFORMATION 

FIG 1 FIG 2 
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www.fuantronics.net PRODUCT DESCRIPTION 

SOW El66/34.7 FAPE6634H SERIES 

FEATURES 

Frequency 50/60Hz 

Potted under vacuum 

Split-bobbin 

Temperature class ta 1.J0°C/B 

Weight: 1.01.Jkg 

Packaging unit: 6 pieces [tray) 

PHYSICAL CHARACTERISTICS 
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TECHNICAL INFORMATION 
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FIG 1 

OPTIONS 

Bulk packaging is standard 

Custom design available 

COMMON APPLICATIONS 

Medicai equipments 

Industriai equipments 

Industriai controls 

Test equipments 

Industriai computers 

Avionics & telecom 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load . 
Number [V) [V/mAJ voltage(V) Fig. 

FAPE6631.JD1H 230 6/8333 7.2 1 

FAPE6631.J02H 230 9/5560 10.1.J 1 

FAPE6631.J03H 230 12/I.J170 13.1.J 1 

FAPE6631.J0I.JH 230 15/3330 17 1 

FAPE6631.J05H 230 18/2780 20.5 1 

FAPE6631.J06H 230 21.J/2080 27.1 1 

FAPE6631.J07H 230 2*6/I.J170 2*7 2 

FAPE6631.J08H 230 2*9/2780 2*10.1.J 2 

FAPE6631.J09H 230 2*12/2080 2*13.6 2 

FAPE6631.Jl□H 230 2*15/1670 2*17.6 2 
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ALL DIMENSI0NS IN MM 
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PRODUCT DESCRIPTION www.fuantronics.net 

50W El66/34. 7 FAPE6634H SERI ES 

FEATURES 

Frequency 50/60Hz 

Potted under vacuum 

Split-bobbin 

Temperature class ta 1.J0°C/B 

Weight: 1.01.Jkg 

Packaging unit: 6 pieces [tray) 

PHYSICAL CHARACTERISTICS 
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TECHNICAL INFORMATION 
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FIG 1 

OPTIONS COMMON APPLICATIONS 

Bulk packaging is standard 

Custom design available 

Medicai equipments 

Industriai equipments 

Industriai controls 

Test equipments 

Industriai computers 

Avionics 6 telecom 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Primary Secondary No-load . 
Number [V) [V/mA) voltage[V) Fig. 

Pin DIA0.80 

FAPE6631.J11H 2*115 6/8333 

FAPE6631.Jl2H 2*115 9/5560 

FAPE6631.J13H 2*115 12/I.J170 

FAPE6631.Jll.JH 2*115 15/3330 

FAPE6631.J15H 2*115 18/2780 

FAPE6631.J16H 2*115 21.J/2080 

FAPE6631.J17H 2*115 2*6/I.J170 

FAPE6631.J18H 2*115 2*9/2780 

FAPE6631.J19H 2*115 2*12/2080 

FAPE6631.J20H 2*115 2*15/1670 

FIG 2 

3 � e 15

1 o-------i) • 16 

ALL DIMENSI0NS IN MM 

7.2 1 

10.1.J 1 

13.1.J 1 

17 1 

20.5 1 

27.1 1 

2*7 2 

2*10.1.J 2 

2*13.6 2 

2*17.6 2 
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