
www.fuantronics.net PRODUCT DESCRIPTION 

SPARK-LINE-233mH-375mH ® 
FAIT2219 SERIES 

FEATURES 

Compact Design 

Available up to 23kV 

Ambient Temperature 70 ° C 

Weight: 0.018kg 

Packaging unit: 55 pieces (tray) 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

p rt Primary Secondary Primary Secondary w· d" Secondary A b" t 
No-Load 

N �ber Resistance Resistance lnductance lnductance ��/;g Voltage Tem
m

pe�:� re Operation 
u [ ±10%) [ ±10%) [ ±15%) [ ±15%) 

1 @ load 30pF u (MAX) 

FAIT2219-2DD 

FAIT2219-256 

FAIT2219-175 

FAIT2219-15□

[Pin 1-2)

26mO

26mO

59mO

59mO

[Pin 3-1.J) 

5200 

7860 

8220 

5900 

PHYSICAL CHARACTERISTICS 

[Pin 1-2) 

6µH 

6µH 

12µH 

12µH 

+--- 22.0 ------+ 

2.0 

TECHNICAL INFORMATION 

Rl 02 

27K 

230V 

r 

1 2 

18.0 

[Pin 3-1.J) 

21.J□mH 

375mH 

31.J0mH 

233mH 

FLC 10 

19. 

1:200 

1:256 

1:175 

1:150 

5.ol+-

12.0 

>20kV

>20kV

>23kV

>23kV

2.75 

17.5 23.0 

2.75 

Lgnition Transformer 

70°C 

70°C 

70°C 

70°C 

30s 

30s 

30s 

30s 
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PRODUCT DESCRIPTION www.fuantronics.net 

SPARK-LINE-SECONDARY EXTERNAL(1X) 

FAIT3523 SERI ES 
FEATURES 

Compact Design 

Available up to 22kV 

Ambient Temperature 70°C 

Weight: 0.019kg 

Packaging unit: LJ5 pieces [tray) 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Pr!mary Sec�ndary Primary Secondary Winding Secondary Ambient No-Lo�d
Number Res1stance Res1stance lnductance lnductance Ratio Voltage Temperature Operat1on 

[±10%) [±10%) [±15%) [±15%) @load30pF [MAX) 

FAIT3523-2□□ 

[Pin 1-2) 

26mO 

[Pin 3-LJ) 

5200 

PHVSICAL CHARACTERISTICS 

TECHNICAL INFORMATION 

Rl 02 

27K 1N�007 

230V 

o cr 

a:i u::i 

[Pin 1-2) 

6µH 

19.0 

23.0 

[Pin 3-LJ) 

2LJ□mH 

Biade Termi nal2.B*D.B 

FLC 10 

1:200 

10.75 

20.6 

10.0 

>22kV 7□
0

c 30s 

2.7 
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SPARK-LINE-SECONDARY EXTERNAL(2X) 

FAIT3523B SERIES 
FEATURES 

Compact Design 

Available up to 23kV 

Ambient Temperature 70°C 

Weight: 0.018kg 

Packaging unit: LJ5 pieces [tray) 

ELECTRICAL CHARACTERISTICS AT 25
°
C 

Part Pr!mary Sec�ndary Primary Secondary Winding Secondary Ambient No-Lo?d 
Number Res1stance Res1stance lnductance lnductance Ratio Voltage Temperature Operat1on 

[±10%) [±10%) [±15%) [±15%) @load30pF [MAX) 

[Pin 1-2) 

FAIT3523B-2□□ 26mO 

FAIT3523B-175 59mO 

[Pin 6-7) 

5200 

8220 

PHVSICAL CHARACTERISTICS 

TECHNICAL INFORMATION 

Rl 02 

27K 1N�007 

230V 

D CT 

cx:i cri 

[Pin 1-2) 

6µH 

12µH 

19.0 

23.0 

[Pin 6-7) 

2LJ□mH 

3LJ□mH 

Biade Terminal2.8*□.B 

FLC 10 

1:200 

1:175 

ci LI: ru � 

D 

'" 

10.75 

>22kV

>23kV

-+ 

5.6 12.0 2.7 

20.6 

10.0 

Lgnition Transformer 

Pin3 

7□
0

c

7□0

c

30s 

30s 
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