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3L COILS RoHS
SPECIFICATION FOR APPROVAL il 7] il
CUSTOMER(%*1): ELS Elitalias.r.l. PAGE: 10F 1
3L P/N : PKS0809-821K-0.5A YOUR REF.:
1.MECHANICAL DIMENSIONS (%1%=~]): DRAWNO..PKS ltem | Spec.(mm) Typ.
R e
A 100 MAX 922
B |5.0+-10 5.37
C |50+-05 4.96
SHEATE et D |85 MAX 8.01
E |065+005 065
F
G
H
|
J
Marking (H]9")

2.ELECTRICAL CHARACTERISTICS (’Fj‘q—f[ﬁ‘[‘f_kﬁliﬁ) :

ltem (ZFIET) Specifications (/1) Typ.(2= ¥ {fl) Test equipments (42 ff) -
L 820uH +- 10% | 830.4uH HP4284A PRECISION LCR METER
Test Freq. @1kHz 0.25V HP4284A PRECISION LCR METER
L Load +0.5A: L Drop10% MAX 790.5uH HP4284A WITH HP42841A CURRENT SOURCE
Test Freq. @1kHz 0.25V HP4284A WITH HP42841A CURRENT SOURCE
DCR 1.6Q MAX 1.38Q CHENHWA 502 OHM METER
R.Current 0.5A MAX HP4284A WITH HP42841A CURRENT SOURCE
Turns 159.5Ts REF
Ope.Temp. 20 TO80°C HC-D3M TEMP. & HUMIDITY CHAMBER
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