
C0141

D-SUB. HIGH POWER MALE CONNECTOR SOLDER TYPE WITH COAXIAL PINS

      ORDERING INFORMATION:
        P/N  5 2 8 9 - x x x x H x x 
                     1                   2      3    4    

      1. CONNECTOR TYPE:
          "89" MALE SOLDER TYPE WITH 
                  COAXIAL PINS
      2. NO. OF CONTACTS:
          02W2, 03W3, 05W1, 05W5, 07W2, 
          08W8, 11W1, 13W3, 21W4, 36W4
      3. TYPE OF COAXIAL PINS:
          "H" HIGH POWER PINS

 

4. CURRENT RATING:
    "10" 10A
    "20" 20A
    "40" 40A

02W2 03W3

05W5

05W1

07W2

11W1

08W8

13W3

21W4 36W4

SPECIFICATIONS
Current Rating: 10A, 20A, 40A
Contact Resistance: 30mΩ Max. 
Insulation Resistance: 5000MΩ Min.
Dielectric Wistanding: 500V AC
Operating Temperature: -55ºc to +125ºc

MATERIALS
Insulator: PBT, UL94V-0 Rated
SHELL: STEEL TIN Plated Over Nickel
*RoHS & REACH compliant.

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



C0142

D-SUB. HIGH POWER FEMALE CONNECTOR SOLDER TYPE WITH COAXIAL PINS

      ORDERING INFORMATION:
        P/N  5 2 9 0 - x x x x H x x 
                     1                   2      3    4    

      1. CONNECTOR TYPE:
          "90" FEMALE SOLDER TYPE WITH
                  COAXIAL PINS
      2. NO. OF CONTACTS:
          02W2, 03W3, 05W1, 05W5, 07W2, 
          08W8, 11W1, 13W3, 21W4, 36W4
      3. TYPE OF COAXIAL PINS:
          "H" HIGH POWER PINS

      
            

4. CURRENT RATING:
    "10" 10A
    "20" 20A
    "40" 40A

02W2 03W3

05W5

05W1

07W2

11W1

08W8

13W3

21W4 36W4

SPECIFICATIONS
Current Rating: 10A, 20A, 40A
Contact Resistance: 30mΩ Max. 
Insulation Resistance: 5000MΩ Min.
Dielectric Wistanding: 500V AC
Operating Temperature: -55ºc to +125ºc

MATERIALS
Insulator: PBT, UL94V-0 Rated
SHELL: STEEL TIN Plated Over Nickel
*RoHS & REACH compliant.

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



C0143

D-SUB. HIGH POWER MALE CONNECTOR 
STRAIGHT PCB MOUNT TYPE WITH COAXIAL PINS

      ORDERING INFORMATION:
        P/N  5 2 7 5 - x x x x H x x / x x
                     1                   2      3    4      5  

      1. CONNECTOR TYPE:
          "75" MALE STRAIGHT DIP TYPE WITH
                  COAXIAL PINS
      2. NO. OF CONTACTS:
          02W2, 03W3, 05W1, 05W5, 07W2, 
          08W8, 11W1, 13W3, 21W4, 36W4
      3. TYPE OF COAXIAL PINS:
          "H" HIGH POWER PINS

      
      

4. CURRENT RATING:
    "10" 10A
    "20" 20A
    "40" 40A
5. MOUNTING OPTION:
    "     " Ø3.05MM THROUGH HOLES
    "BR" WITH BOARDLOCK , BUT 
              WITHOUT HEXAGONAL BOLTS
    "BRJ" WITH BOARDLOCK , BUT 
               WITH ASSEMBLED HEX BOLTS

02W2 03W3

05W5

05W1

07W2

11W1

08W8

13W3

21W4 36W4

SPECIFICATIONS
Current Rating: 10A, 20A, 40A
Contact Resistance: 30mΩ Max. 
Insulation Resistance: 5000MΩ Min.
Dielectric Wistanding: 500V AC
Operating Temperature: -55ºc to +125ºc

MATERIALS
Insulator: PBT, UL94V-0 Rated
SHELL: STEEL TIN Plated Over Nickel
*RoHS & REACH compliant.

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



C0144

D-SUB. HIGH POWER FEMALE CONNECTOR
STRAIGHT PCB MOUNT TYPE WITH COAXIAL PINS

      ORDERING INFORMATION:
        P/N  5 2 7 6 - x x x x H x x / x x
                     1                   2      3    4      5  

      1. CONNECTOR TYPE:
          "76" FEMALE STRAIGHT DIP TYPE WITH 
                  COAXIAL PINS
      2. NO. OF CONTACTS:
          02W2, 03W3, 05W1, 05W5, 07W2, 
          08W8, 11W1, 13W3, 21W4, 36W4
      3. TYPE OF COAXIAL PINS:
          "H" HIGH POWER PINS

      

4. CURRENT RATING:
    "10" 10A
    "20" 20A
    "40" 40A
5. MOUNTING OPTION:
    "     " Ø3.05MM THROUGH HOLES
    "BR" WITH BOARDLOCK , BUT 
              WITHOUT HEXAGONAL BOLTS
    "BRJ" WITH BOARDLOCK , BUT 
               WITH ASSEMBLED HEX BOLTS

02W2 03W3

05W5

05W1

07W5

11W1

08W8

13W3

21W4 36W4

SPECIFICATIONS
Current Rating: 10A, 20A, 40A
Contact Resistance: 30mΩ Max. 
Insulation Resistance: 5000MΩ Min.
Dielectric Wistanding: 500V AC
Operating Temperature: -55ºc to +125ºc

MATERIALS
Insulator: PBT, UL94V-0 Rated
SHELL: STEEL TIN Plated Over Nickel
*RoHS & REACH compliant.

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



C0145

D-SUB. HIGH POWER MALE CONNECTOR 
RIGHT ANGLE DIP TYPE WITH COAXIAL PINS

      ORDERING INFORMATION:
        P/N  5 2 8 3 - x x x x H x x / x x
                     1                   2      3    4      5  

      1. CONNECTOR TYPE:
          "83" MALE RIGHT ANGLE TYPE WITH 
                  COAXIAL PINS
      2. NO. OF CONTACTS:
          02W2, 03W3, 05W1, 05W5, 07W2, 
          08W8, 11W1, 13W3, 21W4, 36W4
      3. TYPE OF COAXIAL PINS:
          "H" HIGH POWER PINS
      4. CURRENT RATING:
          "10" 10A
          "20" 20A
          "40" 40A

5. MOUNTING OPTION:
    "N" WITH BOARDLOCK , BUT 
           WITHOUT HEXAGONAL BOLTS
    "NH" WITH BOARDLOCK , AND   
              WITH LOOSE HEX BOLTS
    "NJ" WITH BOARDLOCK , AND 
             WITH ASSEMBLED HEX BOLTS
    "NB" WITHOUT BOARDLOCK , AND 
              WITHOUT HEXAGONAL BOLTS
    "NL" WITHOUT BOARDLOCK , BUT 
              WITH LOOSE HEX BOLTS
    "NK" WITHOUT BOARDLOCK , BUT 
              WITH ASSEMBLED HEX BOLTS

02W2 03W3

05W5

05W1

07W2

11W1

08W8

13W3

21W4 36W4

SPECIFICATIONS
Current Rating: 10A, 20A, 40A
Contact Resistance: 30mΩ Max. 
Insulation Resistance: 5000MΩ Min.
Dielectric Wistanding: 500V AC
Operating Temperature: -55ºc to +125ºc

MATERIALS
Insulator: PBT, UL94V-0 Rated
SHELL: STEEL TIN Plated Over Nickel
*RoHS & REACH compliant.

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



C0146

D-SUB. HIGH POWER FEMALE CONNECTOR 
RIGHT ANGLE DIP TYPE WITH COAXIAL PINS

      ORDERING INFORMATION:
        P/N  5 2 8 4 - x x x x H x x / x x
                     1                   2      3    4      5  

      1. CONNECTOR TYPE:
          "84" FEMALE RIGHT ANGLE TYPE WITH
                  COAXIAL PINS
      2. NO. OF CONTACTS:
          02W2, 03W3, 05W1, 05W5, 07W2, 
          08W8, 11W1, 13W3, 21W4, 36W4
      3. TYPE OF COAXIAL PINS:
          "H" HIGH POWER PINS
      4. CURRENT RATING:
          "10" 10A
          "20" 20A
          "40" 40A

5. MOUNTING OPTION:
    "N" WITH BOARDLOCK , BUT 
           WITHOUT HEXAGONAL BOLTS
    "NH" WITH BOARDLOCK , AND   
              WITH LOOSE HEX BOLTS
    "NJ" WITH BOARDLOCK , AND 
             WITH ASSEMBLED HEX BOLTS
    "NB" WITHOUT BOARDLOCK , AND 
              WITHOUT HEXAGONAL BOLTS
    "NL" WITHOUT BOARDLOCK , BUT 
              WITH LOOSE HEX BOLTS
    "NK" WITHOUT BOARDLOCK , BUT 
              WITH ASSEMBLED HEX BOLTS

02W2 03W3

05W5

05W1

07W2

11W1

08W8

13W3

21W4 36W4

SPECIFICATIONS
Current Rating: 10A, 20A, 40A
Contact Resistance: 30mΩ Max. 
Insulation Resistance: 5000MΩ Min.
Dielectric Wistanding: 500V AC
Operating Temperature: -55ºc to +125ºc

MATERIALS
Insulator: PBT, UL94V-0 Rated
SHELL: STEEL TIN Plated Over Nickel
*RoHS & REACH compliant.

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it




