
– E = max. diameter of the cable entry in mm
– threaded bolt UNC 4-40
– large cable space with few components
– 9-37 contacts can be mounted in series in (C = 3 HP) grid, thus especially suitable for 19" technology

C

A

2
,8

D

B

E
(max.)

art. no. no. of
contacts

dim. [mm]
A B C D E

DH 09 ... 9 31.5 25 15.2 31 8.5
C

A

2
,8

D

B

E
(max.)

art. no. no. of
contacts

dim. [mm]
A B C D E

DH 15 ... 15 40.0 33.3
15.2

33.5 8.5
DH 25 ... 25 53.5 47.0 38.0

11.0
DH 37 ... 37 70.0 63.5

40.0
DH 50 ... 50 67.5 61.1 18.2 12.0

please indicate: ... surface of case
S  = plastic, black
M = plastic, metallized

4 - 13

C

D

UNC 4-40

B

A

art. no. dim. [mm]
A B C D

DH M 09 UN4 31.2 25.00

15

39.9
DH M 15 UN4 39.5 33.30 41.5
DH M 25 UN4 53.4 47.04 48.6
DH M 37 UN4 69.7 63.50 50.0

D-Sub hoods
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4
 -

 1
3

C

D

UNC 4-40

B

A

art. no. dim. [mm]
A B C D

DH MA 09 UN4 31.0 25.00

14.5

36.3
DH MA 15 UN4 39.5 33.30

40.3DH MA 25 UN4 53.2 47.04
DH MA 37 UN4 69.7 63.50

C

D

UNC 4-40

B

A

E max.

art. no. dim. [mm]
A B C D E

DH ... 09 UN4 32.0 25.00

16.4

39.6 7.0
DH ... 15 UN4 40.2 33.30 41.2 9.2
DH ... 25 UN4 54.0 47.04 45.0 11.0
DH ... 37 UN4 70.6 63.50 50.0 12.0

please indicate: ... surface of case
K  = plastic, black
KM  = plastic, metallized

D-Sub hoods
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IP 67 protected
– straight cable outlet with pre-assembled strain relief
– threaded bolt UNC 4-40

2
2

C

B

A

D (max.)

art. no. dim. [mm]
A B C D

DH 09 L IP 67 40.8 77 25.00 10
DH 15 L IP 67 49.5 79 33.30

12
DH 25 L IP 67 63.0 87 47.04

D-Sub hoods with quick-action locking system
– straight and side-gated cable outlet

4
4
,2

A

B

C

4
4
,2

A

DH SV 09 ... / DH SV 15 ... DH SV 25 ... / DH SV 37 ... / DH SV 50 ...

art. no. no. of
contacts

dim. [mm]
A B C

DH SV 09 ... 9 33.0 25.0

15.4
DH SV 15 ... 15 41.3 33.3
DH SV 25 ... 25 55.0 47.0
DH SV 37 ... 37 71.5 63.5
DH SV 50 ... 50 69.1 61.1 18.4

please indicate: ... surface of case
S  = plastic, black
M = plastic, metallized

Accessories – locking pin for hood – hood connection
– 2 locking pins including locking plates

R 1

1
2

8,5

2
3
,6

0
,8

6
,4

Ø 2,95

6
,4

9
,2

art. no.
RS HH

D-Sub hoods

Technical data ➔ I 41 – 42

I 34

A

B

C

D

E

F

G

H

I

K

L

M

N



Accessories – locking pin for plug connector – hood connection
– 2 latch Pins including locking ring for connectors with thread M3/UNC 4-40

Ø 2,8

3
5

,2
5

M 3 / UNC 4- 40

1
5

0
,8

7
,8

m
a
x
. 1

SW 4,5

art. no. type of thread
RS SH 3 M3

art. no. type of thread
RS SH 4 UNC 4-40

Accessories – locking pin for plug connector – hood connection
– 2 locking pins including spring washer, washer and nut for exisiting connector with through hole

2
,2

1
0

M 3

2
0

0
,8

4
,8

art. no.
RS SH D

Cable sleeve - quick-release hood DH SV ...
– cable sleeves are supplied with chamfers, which are adequate to a diameter-grading of 0.5 mm; they can be cut off depending on the

exisiting diameter of the cable.
– for cable diameters 3...9 mm

2
,6

3
2
,6

12

Ø 3,8
Ø 9

14

1
2

art. no. no. of contacts
KT SV 9

D-Sub hoods
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D-Sub-hoods-compact
9-50 contacts

– width C - 3 HP
– version 9-37 pins can be mounted in series in 3 HP grid, thus especially suitable for 19" technology
– metallized version with excellent shielding against electrical and magnetic alternating fields
– integrated dust protective shroud
– captive latching screws with UNC 4-40 treads
– 2 side cable outputs:

40° exit (9-50 contacts)
90° exit (25-50 contacts)

– E = max. diameter of the cable bushing in mm

A

D

40°

Ø
 1

3,
6

B

C
E

(m
ax

.)

art. no. no. of
contacts

dim. [mm]
A B C D E

DH 09 ... 9 31.5 25.0

15.2
37 8.5

DH 15 ... 15 40.0 33.3
DH 25 ... 25 53.5 47.0

41
11.0

DH 37 ... 37 70.0 63.5
DH 50 ... 50 67.8 61.1 18.2 12.0

please indicate: ... surface of case
K  = plastic, black
KM  = plastic, metallized

D-Sub hoods
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Suitable cable bushing
– protects the cable against damage by buckling

KT 0915 KT 2550

2
3

Ø 9,2

Ø 4,8

Ø 7

Ø 3,4

Ø 10,7

4
6

Ø 11

3
9

,3

Ø 5,3

art. no. for no. of contacts
KT 0915 9/ 15

art. no. for no. of contacts
KT 2550 25/ 37/ 50

Cover for D-Sub cut outs in front and back panel
– suitable for EMC application, closed on one side
– blank covers for exact sealing of unused D-Sub cut outs in front- and backpanels, size and form are like D-Sub housings

A

C D

1
1

7
,8

5

11,2B

1
2

,2

art. no. dim. [mm]
A B C D

BADM 09 30.8 25.0 19.2 16.3
BADM 15 39.3 33.3 27.5 24.5
BADM 25 53.0 47.0 41.2 38.3
BADM 37 69.4 63.5 57.7 54.8

casing frame: tin-plated

– plastic cover, blank, for blind D-Sub and other connector cutouts in front and rear panels
– simple mounting by clamping

3,45
A

B

14,75
3
,5

7

2

C

3
,4
5

art. no. dim. [mm]
A B C

BADK 09 32.0 25.0

14.0
BADK 15 40.3 33.3
BADK 25 54.0 47.0
BADK 37 70.5 63.5
BADK 50 68.0 61.0 16.5

D-Sub accessories
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Screw fastening, mounted
– 2 screw fastenings incl. spacer, washer, nut
– please add a V to the corresponding art. no. ...

art. no.

... V

Screw fastening, loose
– 2 separate screw fasteners, with washer and nut

art. no.

M 3

5
8

UNC 4/40
5

V 2
material: screw - brass nickel-plated/ screw-nut - steel nickel-plated/ steel-washer galvanized

Screw fastening for assembly of cases, separate
– 2 screw fastenings incl. spacer, washer, nut

art. no.
SW 4,5

4-40 UNC

2
,6

 m
in

5

9
,5

Ø 3,7

2

4-40 UNC

VG 2
material: steel-washer tin-plated/ screw and steel-screw-nut verzinnt

D-Sub accessories
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HF-tight caps, male and female headers
– prevent HF-radiation at open interfaces

A

5
,4

5
1

2
,6

5

art. no. design colour dim. [mm]
A

HFK S 09
male blue

32.9
HFK S 15 41.3
HFK S 25 55.7

art. no. design colour dim. [mm]
A

HFK B 09
female red

32.9
HFK B 15 41.3
HFK B 25 55.7

annotation: internal 50 µm electromagnetical protective coating

HF-seals
– as seal between plug and housing

0
,5A

1
5

,2

B

art. no. dim. [mm]
A B

HFD 09 30.8 25.0
HFD 15 39.4 33.3
HFD 25 53.4 47.0
HFD 37 70.7 63.5

annotation: extremely low transition resistance

D-Sub accessories
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For male headers

B

1
1
,2

6,1A

8
,3

art. no. dim. [mm]
A B

SSK S 09 22.5 18.2
SSK S 15 30.6 26.5
SSK S 25 43.7 39.8
SSK S 37 60.3 56.2

For female headers

B

9
,8

7A

art. no. dim. [mm]
A B

SSK B 09 22.3 17.00
SSK B 15 30.6 25.00
SSK B 25 44.1 38.65
SSK B 37 60.7 55.30

annotation: extremely low transition resistance

Dust protection caps
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