Technical Data:

Material
Contact: Brass or Phosphor bronze
Wire guard: Stainless steel

Surface of solder tail: Ni plated and Tin plated
Insulator body(housing): PA66(UL94V-0)
v Electrical
o Voltage rating: 400V
! Current rating: 24 Amps/way max
Contact resistance: 20mQ  (max)
Insulation resistance: 3000M Q  /1000V
Withstanding Voltage: 2500VAC(Imim) Test time=60sec/Ipcs
Wire range: . solid 18-12AWG
: . stranded 16-12 AWG
4 Mechanical
Strip length: 12 mm
Operating temperature: -40°C to +105°C
12,9 Safety approvol deta: CE ROHS
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Technical Data:
Material
Contact: Brass or Phosphor bronze
Wire guard: Stainless steel
Surface of solder tail: Ni plated and Tin plated
Insulator body(housing): PA66(UL94V-0)

Electrical
Voltage rating: 400V
Current rating: 24 Amps/way max
Contact resistance: 20mQ  (max)
Insulation resistance: 000M Q  /1000V
Withstanding Voltage: 2500VAC(Imim) Test time=60sec/Ipcs
Wire range: . solid 18-12AWG
stranded 16-12 AWG
Mechanical
Strip length: 12 mm
Operating temperature: -40°C to +105°C
Safety approvol deta: CE ROHS
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Technical Data:
Material
Contact: Brass or Phosphor bronze
Wire guard: Stainless steel
Surface of solder tail: Ni plated and Tin plated
Insulator body(housing): PA66(UL94V-0)

Electrical
Voltage rating: 400V
Current rating: 24 Amps/way max
Contact resistance: 20mQ  {max)
Insulation resistance: 5000M Q  /1000V
Withstanding Voltage: 2500VAC(Imim) Test time=60sec/1pcs
Wire range: . solid 18-12AWG
stranded 16-12 AWG
Mechanical
Strip length: 12 mm
Operating temperature: -40°C to +105°C
Safety approvol deta: CE ROHS
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Technical Data:
Material
Contact: Brass or Phosphor bronze
Wire guard: Stainless steel
Surface of solder tail: Ni plated and Tin plated
Insulator body(housing): PA66(UL94V-0)

Electrical
Voltage rating: 400V
Current rating: 24 Amps/way max
Contact resistance: 20mQ  (max)
Insulation resistance: 5000M Q  /1000V
Withstanding Voltage: 2500VAC(Imim) Test time=60sec/Ipcs
Wire range: . solid 18-12AWG
stranded 16-12 AWG
Mechanical
Strip length: 12 mm
Operating temperature: -40°C to +105°C
Safety approvol deta: CE ROHS
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