gl Technical Data:
e s Material
Contact: Brass or Phosphor bronze
Wire guard: Stainless steel
Surface of solder tail: Ni plated and Tin plated
Insulator body(housing): PA66(UL94V-0)

e el
t = S~ Electrical
Voltage rating: 400V
Current rating: 32 Amps/way max
‘ Contact resistance: 20mQ  (max)
21 —— Insulation resistance: 5000M Q  /1000V
Withstanding Voltage: 4000 VAC(Imim) Test time=60sec/Ipcs

Wire range: . solid 28-12AWG
stranded 28-14 AWG

— = N > =1 f Mechanical

‘ Strip length: 9-10mm
'Dn Operating temperature: -40°C to +105°C
= Safety approvol deta: CE ROHS

X1 2015-03-27 7 G *“ﬂ\jﬁ e Tﬁ. _fi’?_= T 1574 ‘ﬁ.: =i i r%l:‘ i
OLERANCE: WPPROVAL : ICHECKING : ICORRECT : DRAWING: o .
A& 1 3 woo@ woH sigRs: 3 OW R o i EI t I I
REV. DRAWING DATE DESCRIPTION DRAWING BY MATERIAL: DATE: DATE: DATE: DATE: Hpas .I a Ia sr
LA EPHE, ' L R a j componenti elettronici
PART NAME CUSTOMER NO. : ATERIAL PART No,:  CW-PCT-212 “E’ '@' ed elettromeccanici
G 0 PR T

2 POLES LOCK LEVER SPLICING ARG P S 5 -
CONNECTOR MODEL NO. : DRAWING NO. : NOT SCALE DRAWING




14, 4

17, 1

Technical Data:
Material
Contact: Brass or Phosphor bronze
Wire guard: Stainless steel
Surface of solder tail: Ni plated and Tin plated
Insulator body(housing): PA66(UL94V-0)

Electrical
Voltage rating: 400V
Current rating: 3 2 Amps/way max
Contact resistance: 20mQ  (max)
Insulation resistance: 5000M Q  /1000V

Withstanding Voltage: 4000 VAC(Imim) Test time=60sec/Ipcs

Wire range: . solid 28-12AWG
stranded 28-14 AWG
Mechanical
Strip length: 9-10mm
Operating temperature: -40°C to +105°C
Safety approvol deta: CE ROHS

X1 2015-03-27 7= i i BH

R
'OLERANCE:

Bt e CE S W R

s S o
\PPROVAL : CHECKING: CORRECT :

FEITHR

il P
DRAWING:

e L

fR A
REV.

P B il i
DRAWING DATE DESCRIPTION

il Bl
DRAWING BY

R
MATERIAL:

H . A #. = = H
DATE: DATE: DATE:

H #:
DATE:

El.italia sri

08/21-13

R BT
PART NAME

EPHE.
CUSTOMER NO. :

L

PG

ATERTAL PART No,:  GW-PCT-213

componenti elettronici
ed elettromeccanici

=1 &

3 POLES LOCK LEVER SPLICING
CONNECTOR :

AEES:

MODEL NO. :

B4
DRAWING NO.

ER il NG ¥
NOT SCALE DRAWING




I o ¥ i an Technical Data:
| ﬁ e b Material
1 - Contact: Brass or Phosphor bronze
= ‘ } — Wire guard: Stainless steel
s ] Surface of solder tail: Ni plated and Tin plated
‘ i ’ o # Insulator body(housing): PA66(UL94V-0)
g s ey Electrical
Voltage rating: 400V
Current rating: 3 2 Amps/way max
- . S, Contact resistance: 20mQ ~ (max)
o Insulation resistance: 5000M Q  /1000V
o B o Withstanding Voltage: 4000 VAC(Imim) Test time=60sec/Ipcs
el I Wire range: . solidd : 28}15214#//((7}
= stranded 2§-
|“i:]ﬁ — JJ o) Mechanical
| < Strip length: 9-10mm
|| T I— i | Operating temperature: -40°C to +105°C
o e T l et Safety approvol deta: CE ROHS
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