
P260

IDC BLOCK 110 TYPE FOR AT&T TOOL

      ORDERING INFORMATION:
        P/N  B L O C K 1 1 0 - 0 0 4
      2-PAIR 110D CONNECTOR BLOCK 

        P/N  B L O C K 1 1 0 - 0 0 8
      4-PAIR 110D CONNECTOR BLOCK 

BLOCK110-004

BLOCK110-008

P.C.B LAYOUT

P.C.B LAYOUT

MATERIALS
Housing: PC = 30% Glass-Fiber UL-94V-0
Contacts: 0.80mm Thickness alloy C5191-H, Tin 
Plating over Nickel.
All materials must be RoHS compliant.
Unit: mm
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P261

IDC BLOCK 110 + KRONE TYPE (GRAY)

      ORDERING INFORMATION:
        P/N  B L O C K 0 2 A - 0 0 4
      2-PAIR 110 & KRONE CONNECTOR BLOCK 

        P/N  B L O C K 0 2 A - 0 0 8
      4-PAIR 110 & KRONE  CONNECTOR BLOCK 

BLOCK02A-008

BLOCK02A-004

P.C.B LAYOUT

P.C.B LAYOUT

MATERIALS
Housing: Engineering Thermoplastic Flammbility 
Rating UL 94V-0
Contacts: Phosphor Bronze
Plating: Tin Plating over Nickel.
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P262

IDC BLOCK 110 + KRONE TYPE (WHITE)

      ORDERING INFORMATION:
        P/N  B L O C K 0 2 W - 0 0 4
      2-PAIR 110D & KRONE CONNECTOR BLOCK 

        P/N  B L O C K 0 2 W - 0 0 8
      4-PAIR 110D & KRONE  CONNECTOR BLOCK 

BLOCK02W-004

BLOCK02W-008

P.C.B LAYOUT

P.C.B LAYOUT

MATERIALS
Housing: Engineering Thermoplastic Flammbility 
Rating UL 94V-0
Contacts: Phosphor Bronze
Plating: Tin Plating over Nickel.
All materials must be RoHS compliant.
Unit: mm
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P263

IDC BLOCK 110 + KRONE TYPE (WHITE)

      ORDERING INFORMATION:
        P/N  B L O C K 0 2 W - 0 0 8 P
      4-PAIR 110D & KRONE  CONNECTOR BLOCK 

P.C.B LAYOUT

MATERIALS
Housing: Engineering Thermoplastic Flammbility 
Rating UL 94V-0
Contacts: Phosphor Bronze
Plating: Tin Plating over Nickel in solder area.
All materials must be RoHS compliant.
Unit: mm
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P264

P.C.B LAYOUT

MATERIALS
Housing: Engineering Thermoplastic Flammbility 
Rating UL-94V-0
Contacts: Phosphor Bronze, Tin Plating over Nickel.
All materials must be RoHS compliant.
Unit: mm

IDC BLOCK KRONE TYPE

      ORDERING INFORMATION:
        P/N  B L O C K K R N - 0 0 4
      2-PAIR KRONE CONNECTOR BLOCK 

        P/N  B L O C K K R N - 0 0 8
      4-PAIR KRONE CONNECTOR BLOCK 

        P/N  B L O C K K R N - 0 0 4 M
      2-PAIR KRONE CONNECTOR BLOCK MINI SIZE

BLOCKKRN-004

BLOCKKRN-008

P.C.B LAYOUT
P.C.B LAYOUT

BLOCKKRN-004M
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