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LEADED MODULAR JACKS

      ORDERING INFORMATION:
        P/N  x x x x x - x x A x x x 
                1             2             3  4  5  6  
      1. CONNECTOR TYPE:
          "616D" 4P4C
          "623K" 6P4C, 6P6C
          "641D" 8P8C, 10P10C
      2. NO. OF POSITION & CONTACTS:
          44, 64, 66, 88, 00(10P10C)
      3. CONTACT FINISH:
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD
      4. JACK HOUSING COLOR:
          "A" GRAY(STANDARD)

5. LEAD END TERMINAL STYLE:
    "C" CUT DOWN (OPEN END)
    "T" STRIPPED & TINNED
6. CORD LENGTH (UNIT:CM)

FOR EXAMPLES:
623K64-06AC07
623K66-06AT15
641D88-06AC07
641D00-06AC10 

623K

641D
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MODULAR JACK FOR PANEL MOUNTING IDC TECHNIQUE

      ORDERING INFORMATION:
        P/N  M I D C - x x x B
                                1    2  

      1. NO. OF POSITIONS & CONTACTS:
          "44" 4P4C
          "66" 6P6C
      2. CONTACT FINISH:
          "A" 6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

MIDC-44xB

MIDC-66xB

MATERIALS
Housing: Engineering Thermoplastic Flammbility 
Rating UL-94V-0
Contacts: Phosphor Bronze
Plating: Gold plating over Nickel in contact, Tin 
plating over Nickel in solder area.
All materials must be RoHS compliant.
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P255

      ORDERING INFORMATION:
        P/N  5 8 4 4 - x x 
                             1       
 
      1. NO. OF POSITIONS & CONTACT:
          "62" 6P2C
          "64" 6P4C
          "66" 6P6C
          "88" 8P8C 
 

SPECIFICATIONS
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Insulation Resistance: 500 M-Ohm Min.
Rating Current: 1.5 A Min.
Rating Voltage: 120V AC
Contact Resistance: 20 milli-ohm Max.
Temperature Range: -25ºC/ +90ºC

MODULAR 6P & 8P SURFACE MOUNT JACK (UNSHIELDED)

MATERIALS
Housing: ABS RESIN, D-180
Contacts: 0.45mm Dia. Phosphor Bronze Gold 
plating over Nickel
Color: Beige or Ash
All materials must be RoHS compliant.
Unit: mm

5844-66

5844-88
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