
P211

      ORDERING INFORMATION:
        P/N  A D T L 0 1 - x x U
                             1            2      3   
 
      1. MODULAR ADAPTOR TYPE:
          "01" ONE PLUG TO ONE JACK 
      2. NO. OF POSITIONS & CONTACTS:
          "64" 6P4C
          "66" 6P6C
          "88" 8P8C
          "00" 10P10C
      3. WIRING TYPE:
          "U" PIN OUT 1:1

SPECIFICATIONS
Dielectric Voltage: AC 1 KV 60 Sec. Min.
Insulation Resistance: 10 M-Ohm Min.
Rating Current: 1.5 A Min.
Contact Resistance: 20 milli-ohm Max.

MODULAR PLUG TO JACK ADAPTOR (UNSHIELDED)

MATERIALS
Housing:  ABS RESIN,  D-180 ABS RESIN 
(OPTIONAL) 
Contacts: (JACK) 0.45mm Dia. Phosphor Bronze 
nickel plated and with 6u gold plated.
Color: Ivory
All materials must be RoHS compliant.
Unit: mm

ADTL01-88U
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fax 02.2626.1009   www.elitaliaweb.it



P212

      ORDERING INFORMATION:
        P/N  A D T L 0 2 - x x U
                             1               2         
 
      1. MODULAR ADAPTOR TYPE:
          "02" ONE PLUG TO TWO JACKS 
      2. WIRING TYPE:
          "44U" 4P4C PIN OUT 1:1
          "64U" 6P4C PIN OUT 1:1
          "66U" 6P6C PIN OUT 1:1
          "88U" 8P8C PIN OUT 1:1
          "46U" SEE DRAWING
          "48U" SEE DRAWING

SPECIFICATIONS
Dielectric Voltage: AC 500 V 60 Sec. Min.
Insulation Resistance: 10 M-Ohm Min.
Rating Current: 1.5 A Min.
Contact Resistance: 20 milli-ohm Max.

MODULAR PLUG "T" ADAPTOR (UNSHIELDED)

MATERIALS
H o u s i n g :  P C  R E S I N ,  D - 1 8 0  A B S  R E S I N 
(OPTIONAL) 
Contacts: (JACK) 0.45mm Dia. Phosphor Bronze 
Gold Plating over Nickel
Color: Ivory
All materials must be RoHS compliant.
Unit: mm

ADTL02-64U

ADTL02-66U

ADTL02-88U

ADTL02-46U ADTL02-48U
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P213

      ORDERING INFORMATION:
        P/N  A D T L 0 4 - x x x
                             1            2     3   
 
      1. MODULAR ADAPTOR TYPE:
          "04" ONE JACK TO ONE JACK 
      2. NO. OF POSITIONS & CONTACTS:
          "44" 4P4C
          "64" 6P4C
          "66" 6P6C
          "88" 8P8C
          "00" 10P10C
      3. WIRING TYPE:
          "U" PIN OUT 1:1
          "X" PIN OUT CROSSING

SPECIFICATIONS
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Insulation Resistance: 500 M-Ohm Min.
Rating Current: 1.5 A Min.
Rating Voltage: 120V AC
Contact Resistance: 20 milli-ohm Max.
Temperature Range: -25ºC/ +90ºC

MODULAR IN-LINE COUPLERS (UNSHIELDED)

MATERIALS
Housing:  ABS RESIN,  D-180 ABS RESIN 
(OPTIONAL) 
Contacts: 0.45mm Dia. Phosphor Bronze Gold 
plated over Nickel
Color: Ivory
All materials must be RoHS compliant.
Unit: mm

ADTL04-64U ADTL04-64X

ADTL04-66U ADTL04-66X

ADTL04-88x

ADTL04-00x

ADTL04-44U

ADTL04-44X
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P214

      ORDERING INFORMATION:
        P/N  A D T L 0 5 - x x U
                             1            2      3   
 
      1. MODULAR ADAPTOR TYPE:
          "05" ONE JACK TO TWO JACKS 
      2. NO. OF POSITIONS & CONTACTS:
          "44" 4P4C
          "64" 6P4C
          "66" 6P6C
          "88" 8P8C 
      3. WIRING TYPE:
          "U" PIN OUT 1:1 

SPECIFICATIONS
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Insulation Resistance: 500 M-Ohm Min.
Rating Current: 1.5 A Min.
Rating Voltage: 120V AC
Contact Resistance: 20 milli-ohm Max.
Temperature Range: -25ºC/ +90ºC

MODULAR TRIPLEX COUPLER (UNSHIELDED)

MATERIALS
Housing:  ABS RESIN,  D-180 ABS RESIN 
(OPTIONAL) 
Contacts: 0.45mm Dia. Phosphor Bronze Gold 
plating over Nickel
Color: Ivory
All materials must be RoHS compliant.
Unit: mm

ADTL05-88U
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