
J032

SIDE ENTRY MODULAR PCB JACK 6P+8P+10P PROFILE=13.10MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J x x - x x x B
                       1       2   3
      1. TYPE OF JACK:
          "89" F3.05
          "99" R3.05
      2. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
          "88" 8P8C
          "00" 10P10C
      3. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout                        MJ99(TOP VIEW)

Recommended P.C.Board Layout                        MJ89(TOP VIEW)

No. of
Positions

No. of
Contacts A

6P 2C/4C/6C 9.90
8P 4C/6C/8C 11.95
10P 10C 11.95

MJ89 MJ99

tel. 02.3361.1626   info@elitaliaweb.it
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J033

SIDE ENTRY MODULAR PCB JACK 8P+10P PROFILE=13.10MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J x x - x x x B
                       1       2   3
      1. PANEL STOP OPTION:
          "3E" R3.05 TYPE
          "3F" F3.05 TYPE
          "3G" F3.68TYPE
          "3H" F4.57 TYPE
      2. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "00" 10P10C
      3. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

Recommended P.C.Board Layout
(TOP VIEW)

MJ3E MJ3F

MJ3G MJ3H

MJ3E

MJ3F, MJ3G, MJ3H
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J034

SIDE ENTRY MODULAR PCB JACK 6P+8P+10P PROFILE=13.10MM (HALF SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 8 0 - x x x B
                               1   2
      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
          "88" 8P8C
          "00" 10P10C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

No. of
Positions

No. of
Contacts A B C D E

6P 2C/4C/6C 15.60 13.65 13.40 10.16 9.90
8P 8C 17.50 15.65 15.40 11.43 11.85
10P 10C 17.50 15.65 15.40 11.43 11.85
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J035

SIDE ENTRY MODULAR PCB JACK 8P PROFILE=13.20MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 1 V - x x x B
                                1   2
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "84" 8P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

tel. 02.3361.1626   info@elitaliaweb.it
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J036

SIDE ENTRY MODULAR PCB JACK 6P PROFILE=13.20MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J S L - x x x B
                                1   2
      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



J037

SIDE ENTRY UP LATCH MODULAR PCB JACK WITH LED 8P PROFILE=13.20MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J x x - 8 8 x B x x
                       1       2   3      4
      1. TYPE OF PANEL GROUNDS (TABS):
          "9T" NO TAB
          "9U" TOP TABS
          "9V" SIDE TABS
          "9W" TOP TABS & SIDE TABS
      2. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      3. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

4. COLORS OF LED:
    "XX" W/O LED
    "NY" LED1: GREEN, LED2: YELLOW
    "NN" LED1: GREEN, LED2: GREEN
    "YN" LED1: YELLOW, LED2: GREEN
    "YY" LED1: YELLOW, LED2: YELLOW

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(Component Side Shown)

tel. 02.3361.1626   info@elitaliaweb.it
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J038

SIDE ENTRY 4-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.20MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J x x - 8 8 x B x x x x
                       1       2   3      4     5
      1. TYPE OF PANEL GROUNDS (TABS):
          "9Y" NO TAB
          "9Z" TOP TABS
          "4A" SIDE TABS
          "4B" TOP TABS & SIDE TABS
      2. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      3. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

4. COLORS OF LED:
    "XX" W/O LED
    "NY" LED1: GREEN, LED2: YELLOW
    "NN" LED1: GREEN, LED2: GREEN
    "YN" LED1: YELLOW, LED2: GREEN
    "YY" LED1: YELLOW, LED2: YELLOW
5. NO. OF PORTS:
    04

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(Component Side Shown)

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



J039

SIDE ENTRY DATA LINK MODULAR PCB JACK 4P PROFILE=13.20MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 4 F - 4 4 x B
                               1   2
      1. NO. OF POSITIONS & CONTACTS:
          "44" 4P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

tel. 02.3361.1626   info@elitaliaweb.it
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J040

SIDE ENTRY MODULAR PCB JACK 6P+8P PROFILE=13.20MM (HALF SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 1 5 - x x x B
                               1   2
      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout

No. of
Positions

Dimensions
A B C D E

06 13.83 10.16 6.35 15.74 13.58
08 15.86 11.43 8.89 17.78 15.57

tel. 02.3361.1626   info@elitaliaweb.it
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J041

SIDE ENTRY MODULAR PCB JACK 8P PROFILE=13.30MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J S L - 8 8 x B
                                1   2
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

      NOTE: P/N MJSLHT-88xB for High Temp. Version

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

tel. 02.3361.1626   info@elitaliaweb.it
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J042

SIDE ENTRY UP LATCH MODULAR PCB JACK 8P PROFILE=13.46MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 A - x x x B
                               1   2
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "84" 8P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

Recommended Panel Cutout
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J043

SIDE ENTRY UP LATCH MODULAR PCB JACK 8P PROFILE=13.46MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 D - x x x B
                                1   2
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "84" 8P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

Recommended Panel Cutout

tel. 02.3361.1626   info@elitaliaweb.it
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J044

SIDE ENTRY UP LATCH MODULAR PCB JACK WITH LED 8P PROFILE=13.46MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 3 A - 8 8 x B x x 0 1
                               1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          01

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended Panel Cutout

Recommended P.C.Board Layout

tel. 02.3361.1626   info@elitaliaweb.it
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J045

SIDE ENTRY UP LATCH MODULAR PCB JACK WITH LED 8P PROFILE=13.46MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 3 B - 8 8 x B x x 0 1
                                1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          01

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended Panel Cutout

Recommended P.C.Board Layout

tel. 02.3361.1626   info@elitaliaweb.it
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J046

SIDE ENTRY 2-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.46MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 3 B - 8 8 x B x x 0 2
                                1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          02

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended P.C.Board Layout
(TOP VIEW)

Recommended Panel Cutout
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J047

SIDE ENTRY 4-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.46MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 3 B - 8 8 x B x x 0 4
                                1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          04
      NOTE: P/N MJ3BHT-88xBxx04 for High Temp. Version

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended Panel Cutout

Recommended P.C.Board Layout
(TOP VIEW)
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J048

SIDE ENTRY UP LATCH MODULAR PCB JACK WITH LED 8P PROFILE=13.46MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 T - 8 8 x B x x 0 1
                                1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          01

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended P.C.Board LayoutRecommended Panel Cutout

tel. 02.3361.1626   info@elitaliaweb.it
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J049

SIDE ENTRY 2-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.46MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 T - 8 8 x B x x 0 2
                                1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          02

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended P.C.Board Layout
(TOP VIEW)

Recommended Panel Cutout

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



J050

SIDE ENTRY 4-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.46MM (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 T - 8 8 x B x x 0 4
                                1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          04
      NOTE: P/N MJ2T-88xUxx04 for Color in Blue

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended P.C.Board Layout
(TOP VIEW)

Recommended Panel Cutout
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J051

SIDE ENTRY UP LATCH MODULAR PCB JACK 8P PROFILE=13.50MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J R G - 8 8 x B
                                 1    2   

      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C 
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: Nylon (UL 94V-0)
Soldering Temperature: 260ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J052

SIDE ENTRY UP LATCH MODULAR PCB JACK WITH LED 8P PROFILE=13.50MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J R L - 8 8 x B x x
                                         1    2      3 4   

      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0, 8
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0, 8

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: Nylon (UL 94V-0)
Soldering Temperature: 260ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended P.C.Board Layout
(TOP VIEW)
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J053

SIDE ENTRY UP LTACH MODULAR PCB JACK WITH LED 8P PROFILE=13.50MM
(FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M J R K - 8 8 x B x x
                                          1    2      3 4   

      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0, 8
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0, 8

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: Nylon (UL 94V-0)
Soldering Temperature: 260ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended P.C.Board Layout
(TOP VIEW)
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