
J212

SIDE ENTRY UP LATCH MODULAR PCB JACK 8P PROFILE=13.15MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 X - x x x B
                                         1     2   

      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "84" 8P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



J213

SIDE ENTRY 2-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.15MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 R - x x x B x x 0 2
                                1   2     3 4   5
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          02

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange
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J214

SIDE ENTRY 4-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.15MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 R - x x x B x x 0 4
                                       1    2     3 4   5   

      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          04

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

Recommended P.C.Board Layout
(TOP VIEW)

LED SCHEMATIC
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J215

SIDE ENTRY 8-PORT UP LATCH MODULAR PCB JACK WITH LED 8P
PROFILE=13.15MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 R - x x x B x x 0 8
                                       1    2     3 4   5   

      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. CODE OF LED1 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      4. CODE OF LED2 DESIGNATION:
          N, Y, R, X, 3, 4, 5, 6, 9, 0
      5. NO. OF PORTS:
          08

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

LED Designation:
Code Forward Reverse Code Forward Reverse

N Green 4 Yellow Red
Y Yellow 5 Green Yellow
R Red 6 Yellow Green
1 Green Orange 9 Red Green
3 Green Red 0 Red Yellow
X 8 Orange

LED SCHEMATIC

Recommended P.C.Board Layout (TOP VIEW)
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J216

SIDE ENTRY UP LATCH MODULAR PCB JACK 8P PROFILE=13.20MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J R 3 - 8 8 x B
                                       1   2
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J217

SIDE ENTRY MODULAR PCB JACK 4P PROFILE=13.20MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 4 1 - 4 4 x B
                               1   2
      1. NO. OF POSITIONS & CONTACTS:
          "44" 4P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
          "E" GOLD FLASH

      NOTE: Mates with Modur plugs
                   P/N MP4S-44FxxA &
                   P/N MP4M-44FxxA

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J218

SIDE ENTRY MODULAR PCB JACK 8P PROFILE=13.30MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J x x - x x x B
                       1       2   3
      1. TYPE OF CONTACTS:
          "39" 0.46MM ROUND PINS
          "04" 0.35MM STAMPED PINS
      2. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "84" 8P4C
      3. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



J219

SIDE ENTRY MODULAR PCB JACK 10P PROFILE=13.30MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J x x - x x x B
                       1       2   3
      1. TYPE OF CONTACTS:
          "39" 0.46MM ROUND PINS
          "04" 0.35MM STAMPED PINS
      2. NO. OF POSITIONS & CONTACTS:
          "00" 10P10C
          "08" 10P8C
      3. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
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J220

SIDE ENTRY MULTI-PORT MODULAR PCB JACK 10P PROFILE=13.30MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 6 Y - x x x B x x
                                       1    2       3   

      1. NO. OF POSITIONS & CONTACTS:
          "00" 10P10C
          "08" 10P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. NO. OF PORTS:
          02, 04, 06, 08, 10

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

No. of
Ports DIM "A" ± 0.25 DIM "B" ± 0.20 DIM "C" ± 0.10 DIM "D" ± 0.15

02 30.48 13.97 - 25.40
04 58.42 41.91 - 53.34
06 86.36 69.85 - 81.28
08 114.30 97.79 54.61 109.22
10 142.24 125.73 68.58 137.16

Recommended P.C.Board Layout
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J221

SIDE ENTRY 2-PORT MODULAR PCB JACK 8P PROFILE=13.55MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 3 - x x x B 0 2
                                             1     2           3
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. NO. OF PORTS:
          02

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J222

SIDE ENTRY 3-PORT MODULAR PCB JACK 8P PROFILE=13.55MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 3 - x x x B 0 3
                                             1     2           3
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. NO. OF PORTS:
          03

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout (TOP VIEW)
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J223

SIDE ENTRY 4-PORT MODULAR PCB JACK 8P PROFILE=13.55MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 3 - x x x B 0 4
                                             1     2           3
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. NO. OF PORTS:
          04

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J224

SIDE ENTRY MULTI-PORT MODULAR PCB JACK 8P PROFILE=13.55MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 2 3 - x x x B x x
                                      1   2      3
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "84" 8P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. NO. OF PORTS:
          02, 03, 04, 05, 06, 08, 10, 12

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Port A B C
02 30.48 13.97 25.40
03 44.45 27.94 39.37
04 58.42 41.91 53.34
05 72.39 55.88 67.31
06 86.38 69.85 81.28
08 114.30 97.79 109.22
10 142.24 125.73 137.16
12 170.18 153.67 165.10Recommended P.C.Board Layout

(TOP VIEW)
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J225

SIDE ENTRY MULTI-PORT MODULAR PCB JACK 8P+10P PROFILE=13.60MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 3 V - x x x B x x
                                          1    2      3   

      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "00" 10P10C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. NO. OF PORTS:
          02, 04, 05, 06, 08, 10, 12

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout

No. of
Ports A B C

02 30.48 13.97 25.40
04 58.42 41.91 53.34
05 72.39 55.88 67.31
06 86.36 69.85 81.28
08 114.30 97.79 109.22
10 142.24 125.73 137.16
12 170.18 153.67 165.10
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J226

SIDE ENTRY UP LATCH MODULAR PCB JACK 6P+8P+10P PROFILE=14.00MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J R 6 - x x x B
                                       1   2
      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
          "88" 8P8C
          "84" 8P4C
          "00" 10P10C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
          "E" GOLD FLASH

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)

No. of
Positions

No. of
Contacts A B C D

6P 2C/4C/6C 14.50 12.00 9.80 12.80
8P 8C 18.50 16.00 12.00 16.50
10P 10C 18.50 16.00 12.00 16.50
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J227

SIDE ENTRY UP LATCH MODULAR PCB JACK 8P+10P PROFILE=14.00MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J R 4 - x x x B
                                       1   2
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
          "00" 10P10C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J228

SIDE ENTRY 2-PORT UP LATCH MODULAR PCB JACK 6P PROFILE=14.25MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 6 C - x x x x 0 2
                                       1    2 3   4   

      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
          "E" GOLD FLASH
      3. HOUSING COLOR:
          "A" GRAY
          "B" BLACK

4. NO. OF PORTS:
    02

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black & Gray
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J229

SIDE ENTRY 4-PORT UP LATCH MODULAR PCB JACK 6P PROFILE=14.25MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 6 C - x x x x 0 4
                                       1    2 3   4   

      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
          "E" GOLD FLASH
      3. HOUSING COLOR:
          "A" GRAY
          "B" BLACK

4. NO. OF PORTS:
    04

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black & Gray
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J230

SIDE ENTRY 2-PORT UP LATCH MODULAR PCB JACK 6P PROFILE=14.25MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 6 V - x x x x 0 2
                                       1    2 3   4   

      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
          "E" GOLD FLASH
      3. HOUSING COLOR:
          "A" GRAY
          "B" BLACK

4. NO. OF PORTS:
    02

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black & Gray
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J231

SIDE ENTRY 4-PORT UP LATCH MODULAR PCB JACK 6P PROFILE=14.25MM
(UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 6 V - x x x x 0 4
                                       1    2 3   4   

      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
          "E" GOLD FLASH
      3. HOUSING COLOR:
          "A" GRAY
          "B" BLACK

4. NO. OF PORTS:
    04

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black & Gray
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOP VIEW)
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J232

SIDE ENTRY 2-PORT MODULAR PCB JACK 6P PROFILE=14.40MM (UNSHIELDED)

      ORDERING INFORMATION:
        P/N  M J 0 8 - x x x x 0 2
                               1   2 3   4
      1. NO. OF POSITIONS & CONTACTS:
          "66" 6P6C
          "64" 6P4C
      2. CONTACT FINISH:
          "A"   6 MICROINCH GOLD
          "B" 15 MICROINCH GOLD
          "C" 30 MICROINCH GOLD
          "D" 50 MICROINCH GOLD
      3. HOUSING COLOR:
          "B" BLACK (STANDARD)
          "A" GRAY
      4. NO. OF PORTS:
          02

SPECIFICATIONS
Insulation Resistance: 500MΩ Min.
Contact Resistance: 20mΩ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.
Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40ºc / +85ºc
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235ºc
Color: Black & Gray
Spring Wire: Phosphor Bronze
                       Gold plating Over Nickel
All materials must be RoHS compliant.

Recommended P.C.Board Layout
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