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SIDE ENTRY 2-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=25.40MM (FULLY SHIELDED)

SPECIFICATIONS MATERIALS

Insulation Resistance: 500MQ Min. Housing: PBT Glass Filled (UL 94V-0)

Contact Resistance: 20mQ Max. Soldering Temperature: 235°c

Rating Current: 1.5A Max. Color: Black

Rating Voltage: 120V AC. Spring Wire: Phosphor Bronze

Dielectric Voltage: 1000 Vrms 60 Sec. Min. Gold plating Over Nickel

Temperature Range: -40°c / +85°C Shield: Brass plating Nickel Alloy

Durability: 500 Mating cycles Min. All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PN MIJDA-88xBxx02
T2 3415

1. NO. OF POSITIONS & CONTACTS: LED Designation:

5 ngN{sI'IZ?C(I:T FINISH: C(’ilde Férward Reverse C(;fde F‘({)rl\;vard Re};/e;se
"A" 6 MICROINCH GOLD reen clow | Re
"B" 15 M|CRO|NCH GOLD Y Yellow | m—— 5 Green | Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 Green |Orange| 9 Red Green
N,Y,R, X, 3,4,56,9,0,8 X 8 | Orange

4. CODE OF LED2 DESIGNATION:
N,Y,R, X, 3,4,5,6,90,8

5. NO. OF PORTS:
02

4
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é J336 fax 02.2626.1009 www.elitaliaweb.it




-

SIDE ENTRY 4-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=25.40MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40°c / +85°
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)

Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze
Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOPVIEW)
ORDERING INFORMATION:
PIN MIJDA-88xBxx04
T2 345
1. NO. OF POSITIONS & CONTACTS: LED Designation:

"88" 8P8C Code|Forward|Reverse |Code |Forward| Reverse
. CONTACT FINISH: N | G 4 | vell Red
"A" 6 MICROINCH GOLD reen cllow c
"B" 15 MlCRO|NCH GOLD Y Yellow | — 5) Green Yellow
“C" 30 MICROINCH GOLD R | Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
. CODE OF LED1 DESIGNATION: 3 Green Red 0 Red | Yellow

N,Y,R, X, 3,4,5,6,9,0,8
. CODE OF LED?2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,8
. NO. OF PORTS:
04
gﬂ_l '-VJ LM tel. 02.3361.1626 info@elitaliaweb.it
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SIDE ENTRY 8-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=25.40MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40°c / +85°
Durability: 500 Mating cycles Min.

MATERIALS

Housing: PBT Glass Filled (UL 94V-0)

Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze

Gold plating Over Nickel

Shield: Brass plating Nickel Allo

y

All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PN MJDA-88xBxx08
T2 345
1. NO. OF POSITIONS & CONTACTS: LED Designation:
88" 8P8C Code|Forward|Reverse |Code |Forward| Reverse
2. CONTACT FINISH: N | G 4 | vell Red
"A" 6 MICROINCH GOLD reen cllow c
"B" 15 MICROINCH GOLD Y Yellow | —— 5 Green | Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
3. CODE OF LED1 DESIGNATION: 3 | Green | Red 0 Red | Yellow
N,VY,R, X, 3,4,5,6,9,0,8
4. CODE OF LED2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,8
5. NO. OF PORTS:
08
gﬂ_l LVJ LM tel. 02.3361.1626 info@elitaliaweb.it
@ J338 fax 02.2626.1009 www.elitaliaweb.it




s

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40°c / +85°C
Durability: 500 Mating cycles Min.

rorPaNeL grouno | 16.51

SIDE ENTRY 2-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=25.40MM (FULLY SHIELDED)

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)

Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze
Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.
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ORDERING INFORMATION:
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Recommended P.C.Board Layout
(TOP VIEW)

1. NO. OF POSITIONS & CONTACTS: LED Designation:

5 ngN{sI'IZ?C(}:T FINISH: CK'de Férward Reverse C(;fde F‘({)rl\;vard Re};/e;se
"A" 6 MICROINCH GOLD reen cllow e
"B" 15 MICROINCH GOLD Y | Yellow | =—— | 5 Green | Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 Green |Orange| 9 Red Green

3. CODE OF LED1 DESIGNATION: 3 | Green | Red | 0 | Red | Yellow
N,Y,R, X, 3,4,5,6,9,0,8

4. CODE OF LED2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,8

5. NO. OF PORTS:

02
gﬂ_l LVJ LMI tel. 02.3361.1626 info@elitaliaweb.it
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SIDE ENTRY 4-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=25.40MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.

Temperature Range: -40°c / +85°C
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)

Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze
Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PIN MJDB-88xBxx04
T 72 345

1. NO. OF POSITIONS & CONTACTS: LED Designation:

5 ngN{sI'IZ?C(}:T FINISH: CK'de Férward Reverse C(;fde F‘({)rl\;vard Re};/e;se
"A" 6 MICROINCH GOLD reen cllow c
"B" 15 MICROINCH GOLD Y | Yellow |——| 5 Green | Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 Green |Orange| 9 Red Green

. CODE OF LED1 DESIGNATION: 3 Green Red 0 Red | Yellow
N,Y,R, X, 3,4,5,6,9,0,8
. CODE OF LED2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,8
. NO. OF PORTS:
04
gﬂ_l LVJ LMI tel. 02.3361.1626 info@elitaliaweb.it
@ J340 fax 02.2626.1009 www.elitaliaweb.it
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SIDE ENTRY 8-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P

PROFILE=25.40MM (FULLY SHIELDED)

SPECIFICATIONS MATERIALS
Insulation Resistance: 500MQ Min.
Contact Resistance: 20mQ Max.
Rating Current: 1.5A Max. Color: Black
Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40° / +85°%

Durability: 500 Mating cycles Min.
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TOP PANEL GROUND
e

Spring Wire: Phosphor Bronze
Gold plating Over Nickel

Shield: Brass plating Nickel Alloy

All materials must be RoHS compliant.

Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235°c
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Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PINMJDB-88xBxx08
T 7272 345
1. NO. OF POSITIONS & CONTACTS: LED Designation:
88" 8P8C Code|Forward|Reverse |Code |Forward| Reverse
2. CONTACT FINISH: N | G 4 | vell Red
"A" 6 MICROINCH GOLD reen cllow c
"B" 15 MlCROlNCH GOLD Y Yellow | — 5) Green Yellow
"C" 30 MICROINCH GOLD R | Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
3. CODE OF LED1 DESIGNATION: 3 Green Red 0 Red | Yellow
N,Y,R, X, 3,456,908 X 8 | Orange

4. CODE OF LED2 DESIGNATION:
N,Y,R, X, 3,4,56,90,8

5. NO. OF PORTS:
08

"4
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SIDE ENTRY 12-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=25.40MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40°c / +85°
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)

Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze
Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.

Recommended P.C.Board Layout
(TOPVIEW)

ORDERING INFORMATION:

PIN MJDB-88xBxx12
T2 345

[ K X ] Dﬂ‘ ﬂﬂi‘.‘ Iﬂ-ﬂ.l- [ X XN ] HH-éf-T a
Sony seus l-'*' — § g S
13 ;:_h L
0.54 1\
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_95.00

"4

1. NO. OF POSITIONS & CONTACTS: LED Designation:
"88" 8P8C Code|Forward|Reverse |Code |Forward| Reverse
2. CONTACT FINISH: N Green 4 | Yellow | Red
"A" 6 MICROINCH GOLD
"B" 15 M|CRO|NCH GOLD Y Yellow | — 5) Green Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
3. CODE OF LED1 DESIGNATION: 3 Green Red 0 Red | Yellow
N,VY,R, X, 3,4,5,6,9,0,8
4. CODE OF LED2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,8
5. NO. OF PORTS:
12
gﬂ_l % LMI tel. 02.3361.1626 info@elitaliaweb.it
J342 fax 02.2626.1009 www.elitaliaweb.it
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SIDE ENTRY 2-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=27.18MM (FULLY SHIELDED)

SPECIFICATIONS MATERIALS

Insulation Resistance: 500MQ Min. Housing: PBT Glass Filled (UL 94V-0)
Contact Resistance: 20mQ Max. Soldering Temperature: 235°c

Rating Current: 1.5A Max. Color: Black

Rating Voltage: 120V AC. Spring Wire: Phosphor Bronze
Dielectric Voltage: 1000 Vrms 60 Sec. Min. Gold plating Over Nickel
Temperature Range: -40°c / +85°C Shield: Brass plating Nickel Alloy
Durability: 500 Mating cycles Min. All materials must be RoHS compliant.

)

17.13
TOP LEDZ2 TOP_LED1 30.60 L T \ TYPICAL FOR SINGLE
(YELLOW) (GREEN) f:ELDO_RGR;?‘.M)
H V-
- i TOP LED2 TOP LED1
, = +\— |+ )
= 0 2 —u;'ﬁ‘
R FAN
== of < 2ope
ItH A R

HIOM -2 BOTIOM_LED! n 489 [ l 254 BOTTOM LE[;; a ;B-,OIIOM LED1
(GREEN) o~ 10.79
8.89 LED SCHEMATIC

9.65
12.95 2.54
13.97
18.51
2,54
20-#0.90 A 1.27 6-21.60
24 23 2

4 -
x £ 3%% Sl
1 -n_ 1-83.25 eSO §‘§ ; E 5
4t T
e 2ty
4-01.12/][| | 8.64 ‘.%_ .
13.72 _|[| IS
15.52 <
16.88
Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PN MJA3-88xBxx02
T2 345
1. l\g(g %)PFSIZ:OSITIONS & CONTACTS: LED Designation:
F R F R
5 CONTACT FINISH: C('ilde z)}rward everse C(;de ;)r;lvard e};/e(rise
"A" 6 MICROINCH GOLD reen cllow c
"B" 15 MICROINCH GOLD Y | Yellow |——| 5 Green | Yellow
“C" 30 MICROINCH GOLD R | Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
3. CODE OF LED1 DESIGNATION: 3 Green Red 0 Red | Yellow
N,Y,R, X, 3,4,5,6,9,0 X 8 | Orange

4. CODE OF LED2 DESIGNATION:
N,Y,R, X, 3,4,5,6,9,0

5. NO. OF PORTS:
02

4

gﬂ_l LVJ LM tel. 02.3361.1626 info@elitaliaweb.it
é J343 fax 02.2626.1009 www.elitaliaweb.it
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SIDE ENTRY 8-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=27.18MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40° / +85°%
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze
Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PIN MJA3-88xBxx08
T2 3475
1. NO. OF POSITIONS & CONTACTS: LED Designation:
88" 8P8C Code|Forward|Reverse |Code|Forward| Reverse
2. CONTACT FINISH: N | G 4 | Yell Red
"A" 6 MICROINCH GOLD reen cllow ©
"B" 15 MlCROlNCH GOLD Y Yellow | — 5) Green Yellow
"C" 30 MICROINCH GOLD R | Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
3. CODE OF LED1 DESIGNATION: 3 Green Red 0 Red | Yellow
N,Y,R, X, 3,4,5,6,9,0
) ) 1 1 1 1 1 1 1 x 8 O
4. CODE OF LED2 DESIGNATION: Fangs
N,Y,R, X, 3,4,5,6,9,0
5. NO. OF PORTS:
08
Eﬂ_l '-VJ LM tel. 02.3361.1626 info@elitaliaweb.it
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SIDE ENTRY 2-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=27.31MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40°c / +85°
Durability: 500 Mating cycles Min.

\N&@

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)

Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze

Gold plating Over Nickel

Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PINMJDC-88xBxx02
T2 345
1. NO. OF POSITIONS & CONTACTS: LED Designation:
88" 8P8C Code|Forward|Reverse |Code |Forward| Reverse
2. CONTACT FINISH: N | G 2 | Yell Red
"A" 6 MICROINCH GOLD reen cllow c
"B" 15 MICROINCH GOLD Y Yellow | —— 5 Green | Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
3. CODE OF LED1 DESIGNATION: 3 | Green | Red 0 Red | Yellow
N,Y,R, X, 3,4,5,6,9,0,1
4. CODE OF LED2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,1
5. NO. OF PORTS:
02
NOTE: P/N MJDCHT-88xBxx02 for High Temp. Version
gﬂ_l LVJ LM tel. 02.3361.1626 info@elitaliaweb.it
@ J345 fax 02.2626.1009 www.elitaliaweb.it
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SIDE ENTRY 8-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=27.31MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.
Rating Current: 1.5A Max.
Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.

Temperature Range: -40°c / +85°C
Durability: 500 Mating cycles Min.

MATERIALS
Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235°c

Color: Black

Spring Wire: Phosphor Bronze
Gold plating Over Nickel
Shield: Brass plating Nickel Alloy

All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOP VIEW)
ORDERING INFORMATION:
PINMJDC-88xBxx08
T2 345
1. NO. OF POSITIONS & CONTACTS: LED Designation:
"88" 8P8C
F R F R
5 CONTACT FINISH: C('ilde z)}rward everse C(;de ;)r;lvard e};/e;se
"A" 6 MICROINCH GOLD reen cllow c
"B" 15 M|CRO|NCH GOLD Y Yellow — 5 Qreen Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
N,Y,R, X, 3,4,5,6,9,0,8
4. CODE OF LED2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,8
5. NO. OF PORTS:
08
NOTE: P/N MJDCHT-88xBxx08 for High Temp. Version
gﬂ_l LVJ LM tel. 02.3361.1626 info@elitaliaweb.it
é J346 fax 02.2626.1009 www.elitaliaweb.it
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SIDE ENTRY 2-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P
PROFILE=27.31MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40°c / +85°C
Durability: 500 Mating cycles Min.

MATERIALS

Housing: PBT Glass Filled (UL 94V-0)

Soldering Temperature: 235°c
Color: Black
Spring Wire: Phosphor Bronze

Gold plating Over Nickel
Shield: Brass plating Nickel Alloy
All materials must be RoHS compliant.
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Recommended P.C.Board Layout
(TOPVIEW)

ORDERING INFORMATION:
PIN MJDD-88xBxx02
T 7 345

4

1. NO. OF POSITIONS & CONTACTS: LED Designation:
"88" 8P8C
> CONTACT FINISH: C('ilde Fz)}rrvev:;d Reverse C(;de F;);’;lv;;d Re};/ee;se
"A" 6 MICROINCH GOLD
"B" 15 M|CRO|NCH GOLD Y Yellow — 5 Qreen Yellow
"C" 30 MICROINCH GOLD R Red 6 | Yellow | Green
"D" 50 MICROINCH GOLD 1 | Green |Orange| 9 Red | Green
N,VY,R, X, 3,4,5,6,9,0,8
4. CODE OF LED2 DESIGNATION: X 8 |Orange
N,Y,R, X, 3,4,5,6,9,0,8
5. NO. OF PORTS:
02
NOTE: P/N MJDDHT-88xBxx02 for High Temp. Version
gﬂ_l % LM tel. 02.3361.1626 info@elitaliaweb.it
J347 fax 02.2626.1009 www.elitaliaweb.it
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SIDE ENTRY 8-PORT DOUBLE LEVEL MODULAR PCB JACK WITH LED 8P

PROFILE=27.31MM (FULLY SHIELDED)

SPECIFICATIONS
Insulation Resistance: 500MQ Min.

Contact Resistance: 20mQ Max.

Rating Current: 1.5A Max.

Rating Voltage: 120V AC.

Dielectric Voltage: 1000 Vrms 60 Sec. Min.
Temperature Range: -40° / +85°%
Durability: 500 Mating cycles Min.

MATERIALS

Color: Black

\N&@

TOP LED 1

7.3
31.50

Spring Wire: Phosphor Bronze
Gold plating Over Nickel

Shield: Brass plating Nickel Alloy

All materials must be RoHS compliant.

Housing: PBT Glass Filled (UL 94V-0)
Soldering Temperature: 235°c
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ORDERING INFORMATION:
PIN MJDD-88xBxx08
T 7 345

1. NO. OF POSITIONS & CONTACTS:
"88" 8P8C

2. CONTACT FINISH:
"A" 6 MICROINCH GOLD
"B" 15 MICROINCH GOLD
"C" 30 MICROINCH GOLD
"D" 50 MICROINCH GOLD

3. CODE OF LED1 DESIGNATION:
N,Y,R, X, 3,4,56,90,8

4. CODE OF LED2 DESIGNATION:
N,Y,R, X, 3,4,56,90,8

5. NO. OF PORTS:
08

NOTE: P/N MJDDHT-88xBxx08 for High Temp. Version
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Recommended P.C.Board Layout
(TOP VIEW)

LED Designation:

Code |Forward|Reverse |Code|Forward| Reverse
N | Green 4 | Yellow | Red
Y | Yellow |——| 5 Green | Yellow
R Red 6 | Yellow | Green
1 | Green |Orange| 9 Red | Green
3 Green Red 0 Red | Yellow
X 8 | Orange
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