
Precision contacts, solder and plug pins, Ø 0.43 mm
– turned precision contacts, less space required on PCB
– other number of contacts on request

1,27

(n x 1,27) + 0,41

(n - 1) x 1,27

Ø 0,43

3
3

2
,2

Ø 0,43

2
,2

art. no. no. of contacts
SLR 1 025 ... 25

art. no. no. of contacts
SLR 1 050 ... 50

please indicate: ... surface of contact
G = gold-plated
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Precision contacts, solder and plug pins Ø 0.43 mm
– less space required on PCB
– other number of contacts on request
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MK ..., MK LP 240 ...,
MK LP 241 ...,
MK LP 242 ...,
MK LP 40 ...,
MK LP 41 ...,
MK LP 42 ...,
MK LP 43 ...

SL 7 - 9 SLU ... SL KA 3 ...,
SL KG 3 ...

contact material CuZn-alloy CuSn alloy CuZn-alloy

surface contact /
contact sleeve

Ni+≥0.2µm Au/ Ni+4...6µm Sn Ni+≥0.2µm Au (se-
lective)/ Ni+4...6µm

Sn

Ni+≥0.2µm Au/ Ni
+4...6µm Sn

shock resistance 50 g

volume resistance ≤10 mΩ ≤5 mΩ ≤10 mΩ ≤20 mΩ

vibration resistance max. 15 g

capacity between two adjacent con-
tacts

≤0,4 pF

nominal current 1.5 A 3 A

nominal voltage 60 V DC 250 V AC 100 V DC 250 V AC

test voltage 1000 V 2000 V 1000 V

insulating body material PA 4.6. GF

temperature range -40°C... +163°C/ (260°C/10 s) -40°C... +163°C/
(260°C/5 s)

class of inflammability UL 94 V-0

specific insulation resistance >107 Ω·m

SL ... SHK ... SL ..., SL ... THR,
SLK ..., SL LP ...

SLP 1 ..., SLP 2 ...,
SLUP 31 ...

SL ... LED ...

contact material CuZn-alloy CuSn alloy

surface contact /
contact sleeve

Ni+≥0.2µm Au Ni+≥0.2µm Au/ Ni+4...6µm Sn

volume resistance ≤10 mΩ ≤5 mΩ ≤10 mΩ ≤5 mΩ

nominal current 8.2 A/ 3 A 3 A

nominal voltage 250 V AC

test voltage 1000 V 2000 V 1000 V 2000 V

insulating body material PCT, GF PA 4.6. GF LCP

temperature range -40°C ... +105°C
(260°C / 10s)

-40°C... +163°C/ (260°C/10 s) -40°C...+230°C/
(260°C/10 s)

class of inflammability UL 94 V-0

specific insulation resistance >107 Ω·m >1015 Ω·cm

SLY ... SLY ... SHK ... SLM N ..., SLV N ...,
SLV W ...

SLR ...

contact material CuSn alloy CuZn-alloy

surface contact /
contact sleeve

Ni+≥0.2µm Au/ Ni
+4...6µm Sn

Ni+≥0.2µm Au Ni+≥0.2µm Au/ Ni+4...6µm Sn

volume resistance ≤5 mΩ ≤10 mΩ ≤5 mΩ ≤20 mΩ

nominal current 3 A 8.2 A/ 2.5 A 1.5 A 1 A

nominal voltage 100 V DC 250 V AC 125 V AC 100 V AC/ 150 V DC

test voltage 500 V 1000 V 300 V 500 V

insulating body material PA 4.6. GF PCT, GF PA 4.6. GF PCT, GF

temperature range -40°C... +163°C/
(260°C/10 s)

-40°C ... +105°C
(260°C / 10s)

-40°C... +163°C/
(260°C/10 s)

-40°C... +105°C/
(260°C/10 s)

class of inflammability UL 94 V-0

specific insulation resistance >107 Ω·m >107 Ω·m

Technical data: PCB connectors

G 101
The information given in this catalogue were provided and examined carefully. Nevertheless mistakes or
printing errors especially technical modifications due to improvements of our products cannot be excluded.
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