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Male headers

Standard, © 0.5 mm
— any requested number of contact is available

art. no.
A S
SLY 1 081 ... 8.1 3.0 SLY 1104 ... 10.4 5.9
SLY 1 085 ... 8.5 SLY 1139... 13.9 3 9.4 35
SLY 1098 ... 9.8 3
art. no.
A S
SLY 2 081 ... 8.1 3.0 SLY 2104 ... 10.4 5.9
SLY 2 085 ... 8.5 SLY 2 139... 13.9 3 9.4 35
SLY 2 098 ... 9.8 3
o~
art. no. art. no. dim. [mm]
A S A B C
SLY 3 035 ... SLY3 082...G
SLY 3 041 ... 1 35 SLY3082...Z 1 2.8 8.2
art. no.
A C
SLY 4 035 ... 3.5 |SLY4082...G
1.5 2.8 8.2
SLY4 041 ...G 1.5 SLY4082...Z
SLY4041..Z o
please indicate: ... no. of contacts ... surface of contact
onerow 1-50 S = selective gold-plated
two rows 4 - 100 G = gold-plated
Z = tin-plated
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Male headers

Design, matching for BLY ... & G 87

— are used for interconnections of stacked PCBs

— within the total length of the pin the insulator position can be changed as required ... Design specification-sheet
— separable! any requested number of contact can be delivered

— one row, @ 0.5 mm

art. no.
S
SLY 5 040 ...
SLY 5 075 ... 35
SLY 5081 ...G
SLY 5081 ...Z 8.1 14.5
SLY5122..G o
SLY5122..Z 12.2 18.6
please indicate: ... no. of contacts ... surface of contact
one row 1-50 S = selective gold-plated

G = gold-plated
Z = tin-plated

— two rows, © 0.5 mm

n/2x2 —»

Y
—_—
-y
= = =
A
2,8¢ =15

art. no.
A S
SLY 6 040 ... 4.0
SLY 6 075 ... 7.5 35
SLY 6 081 ... G
SLY 6 081 ... Z 8.1 14.5
SLY 6122 ...G o
SLY6122...Z 12.2 18.6
please indicate: ... ho. of contacts ... surface of contact
two rows 2 - 100 S = selective gold-plated

G = gold-plated
Z = tin-plated
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Design specification for connectors, grid spacing 2 mm

date:

pieces per order:

company:

name, dept.:

town:

street:

fax:

signature:

[] inquiry
[J order

surface finish

O selective gold-plated
O gold-plated
O fin-plated

(onerow 1- 50 contacts possible
[ two rows 2 - 100 contacts possible

I:I number of contacts

TITL)

L

s

dimensions:
raﬂar_a ,A AA A A 1 [
y B
‘ L_L_L_JL_L_L_)“;’ L1
! A

total contact lenght
distance between PCBs
solder side

insertion side
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Male headers

Turned precision male contacts

— suitable for BLY 10 SHK 14 02 G = G 88

— signal and high-power contacts

— contacts gold-plated

— other number of contacts / contact surface upon request

n/2-1)x2
...... f "
{ T e |

B s
API 5,22 12';,70‘8>i<'<_A

3,9 |-

0o,5 ————— 23,3 —— >
art. no. signal contacts high-power contacts
SLY 13 SHK 14 02 G 12 2
surface of contact: ‘ gold-plated

0

|
N7

b2l | 01,14
art. no. signal contacts high-power contacts
SLY 14 SHK 14 02 G 12 2
surface of contact: ‘ gold-plated
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Technical data: PCB connectors

MK ..., MK LP 240 ..., SL7-9 SLU ... SLKAS...,
MKLP 241 ..., SLKG 3 ...
MKLP 242 ...,
MKLP 40 ...,
MKLP 41 ...,
MKLP 42 ...,
MKLP 43 ...
contact material CuZn-alloy CuSn alloy CuZn-alloy
surface contact / Ni+=0.2um Au/ Ni+4...6um Sn Ni+=0.2um Au (se- | Ni+=0.2um Au/ Ni
contact sleeve lective)/ Ni+4...6um +4...6um Sn
Sn
shock resistance 50¢g
volume resistance =10 mQ <=5mQ ‘ <10 mQ ‘ <20 mQ
vibration resistance max. 15¢g
capacity between two adjacent con- <0,4 pF
tacts
nominal current 1.5A 3A
nominal voltage 60V DC 250 VAC 100V DC 250 VAC
test voltage 1000V 2000V 1000V
insulating body material PA 4.6. GF
temperature range -40°C... +163°C/ (260°C/10 s) -40°C... +163°C/
(260°C/5 s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm
SL ... SHK ... SL..., SL... THR, SLP1..,SLP2.., SL...LED ...
SLK ..., SLLP... SLUP 31 ...
contact material CuZn-alloy CuSn alloy
surface contact / Ni+=>0.2um Au Ni+=0.2um Au/ Ni+4...6um Sn
contact sleeve
volume resistance =10 mQ <5mQ ‘ =10 mQ <5mQ
nominal current 8.2A/3A 3A
nominal voltage 250V AC
test voltage 1000 V 2000 V ‘ 1000 V 2000 V
insulating body material PCT, GF PA 4.6. GF LCP
temperature range -40°C ... +105°C -40°C... +163°C/ (260°C/10 s) -40°C...+230°C/
(260°C / 10s) (260°C/10 s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm >1015 Q-cm
SLY ... SLY ... SHK ... SLMN ..., SLVN ..., SLR...
SLVW ...
contact material CuSn alloy CuZn-alloy
surface contact / Ni-+=0.2um Au/ Ni Ni+=0.2um Au Ni+=0.2um Au/ Ni+4...6um Sn
contact sleeve +4...6um Sn
volume resistance =5mQ =10 mQ =5mQ =20 mQ
nominal current 3A 82A/25A 1.5A 1A
nominal voltage 100V DC 250 VAC 125V AC 100 VAC/ 150V DC
test voltage 500V 1000 V 300V 500V
insulating body material PA 4.6. GF PCT, GF PA 4.6. GF PCT, GF
temperature range -40°C... +163°C/ -40°C ... +105°C -40°C... +163°C/ -40°C... +105°C/
(260°C/10 s) (260°C / 10s) (260°C/10 s) (260°C/10 s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm ‘ >107 Q'm ‘
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