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Male headers

0 0.5 mm
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art. no.
S
SLY 7 SMD 036 ... 5.6 3.0
SLY 7 SMD 045 ... 6.5 35
SLY 7 SMD 062 ... 8.2 '
please indicate: ... no. of contacts ... surface of contact ... packing (optional)
one row 4 - 20 S = selective gold-plated SM = bar magazine
G = gold-plated B SM = pick and place pad
Z = tin-plated and bar magazine
BTR = pick and place pad
and tape and reel
(650pcs/reel)

... packing (option) - additions:
SLY 7 SMD 036-045 ... B TR: 4-15 contacts

Option for automatic assembly
— reel diameter @ 330 mm

| I.
|k f3E

... SM - 8,54 - 8,54
.BSM SLY 7 SMD ... SM SLY 7 SMD ... B SM
125 3,2|<_
TP FTT49999% 7 \
SENENEREEN:ER:E .
: 1= L 8
_% 1 %BE ..gr;-%- *v
B Bl IR BLE) B B
PO OO DOOOOOOOOHO O ¥
A g1
.BTR SLY 7 SMD 036-045 ... B TR

EL.ITALIA G 42

www._elitaliaweb.it
info@elitaliaweb.it
+39 0233611626




flseher elektronik=3= 2.00

Male headers

0 0.5 mm
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art. no.
A S
SLY 8 SMD 036 ... 5.6 3.0
SLY 8 SMD 045 ... 6.5 35
SLY 8 SMD 062 ... 8.2 '
please indicate: ... ho. of contacts ... surface of contact ... packing (optional)
two rows 4 - 40 S = selective gold-plated SM = bar magazine
G = gold-plated B SM = pick and place pad
Z = tin-plated and bar magazine
BTR = pick and place pad
and tape and reel
(650pcs/reel)

... packing (option) - additions:
SLY 8 SMD ... SM; ... B SM: 6-40 contacts
SLY 8 SMD 036-045 ... B TR: 6-30 contacts

Option for automatic assembly
— reel diameter & 330 mm
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Male headers

2.00

00.5 mm
2
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T 0,9
art. no.
S
SLY 9 SMD 040 ... 3.5
SLY 9 SMD 055 ... 10.3 55 '

please indicate:

... no. of contacts

one row 2

-20

... surface of contact
S = selective gold-plated
G = gold-plated
Z = tin-plated

... packing (optional)

B SM

= pick and place pad
and bar magazine

Option for automatic assembly
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Male headers

0 0.5 mm
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art. no. dim. [mm]
A B C S
SLY 10 SMD 040 ... 12.3 6.8 4 3.5
please indicate: .. no. of contacts .. surface of contact ... packing (optional)
two rows 4 - 40 S = selective gold-plated B SM = pick and place pad
G = gold-plated and bar magazine
Z = tin-plated BTR = pick and place pad
and tape and reel
(700pcs/reel)
Option for automatic assembly
— reel diameter & 330 mm
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Male headers

Design, matching for BLY ... & G 87

— are used fo connect overlying PCBs

— within the total length of the pin the insulating body is variable upon request
— separable! every requested number of contact can be delivered

— one row, @ 0.5 mm

(n-1) x 2
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2 4
art. no. dim. [mm] art. no. dim. [mm] art. no. dim. [mm]
A A A
SLY 11 SMD 051 ... 5.1 SLY 11 SMD 092 ... 9.2 SLY 11 SMD 133 ... 13.3

.. surface of contact
S selective gold-plated
G = gold-plated
Z = tin-plated

.. no. of contacts
one row 4 - 20

please indicate:

— two rows, 8 0.5 mm
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art. no. dim. [mm] art. no. dim. [mm]
A A
SLY 12 SMD 051 ... 5.1 SLY 12 SMD 092 ... 9.2 SLY 12 SMD 133 ... 13.3

please indicate:

.. no. of contacts

two rows 4 - 40

.. surface of contact
S selective gold-plated
G = gold-plated
Z = tin-plated
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fiseher elektronik=3=

Technical data: PCB connectors

MK ..., MK LP 240 ..., SL7-9 SLU ... SLKAS...,
MKLP 241 ..., SLKG 3 ...
MKLP 242 ...,
MKLP 40 ...,
MKLP 41 ...,
MKLP 42 ...,
MKLP 43 ...
contact material CuZn-alloy CuSn alloy CuZn-alloy
surface contact / Ni+=0.2um Au/ Ni+4...6um Sn Ni+=0.2um Au (se- | Ni+=0.2um Au/ Ni
contact sleeve lective)/ Ni+4...6um +4...6um Sn
Sn
shock resistance 50¢g
volume resistance =10 mQ <=5mQ ‘ <10 mQ ‘ <20 mQ
vibration resistance max. 15¢g
capacity between two adjacent con- <0,4 pF
tacts
nominal current 1.5A 3A
nominal voltage 60V DC 250 VAC 100V DC 250 VAC
test voltage 1000V 2000V 1000V
insulating body material PA 4.6. GF
temperature range -40°C... +163°C/ (260°C/10 s) -40°C... +163°C/
(260°C/5 s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm
SL ... SHK ... SL..., SL... THR, SLP1..,SLP2.., SL...LED ...
SLK ..., SLLP... SLUP 31 ...
contact material CuZn-alloy CuSn alloy
surface contact / Ni+=>0.2um Au Ni+=0.2um Au/ Ni+4...6um Sn
contact sleeve
volume resistance =10 mQ <5mQ ‘ =10 mQ <5mQ
nominal current 8.2A/3A 3A
nominal voltage 250V AC
test voltage 1000 V 2000 V ‘ 1000 V 2000 V
insulating body material PCT, GF PA 4.6. GF LCP
temperature range -40°C ... +105°C -40°C... +163°C/ (260°C/10 s) -40°C...+230°C/
(260°C / 10s) (260°C/10 s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm >1015 Q-cm
SLY ... SLY ... SHK ... SLMN ..., SLVN ..., SLR...
SLVW ...
contact material CuSn alloy CuZn-alloy
surface contact / Ni-+=0.2um Au/ Ni Ni+=0.2um Au Ni+=0.2um Au/ Ni+4...6um Sn
contact sleeve +4...6um Sn
volume resistance =5mQ =10 mQ =5mQ =20 mQ
nominal current 3A 82A/25A 1.5A 1A
nominal voltage 100V DC 250 VAC 125V AC 100 VAC/ 150V DC
test voltage 500V 1000 V 300V 500V
insulating body material PA 4.6. GF PCT, GF PA 4.6. GF PCT, GF
temperature range -40°C... +163°C/ -40°C ... +105°C -40°C... +163°C/ -40°C... +105°C/
(260°C/10 s) (260°C / 10s) (260°C/10 s) (260°C/10 s)
class of inflammability UL 94 V-0
specific insulation resistance >107 Q'm ‘ >107 Q'm ‘
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