
S170

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (12)

      ORDERING INFORMATION:
        P/N  S W S 4 E - x P x T G x x
                                                  1            2       3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Non-Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S171

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (13)

      ORDERING INFORMATION:
        P/N  S W S 4 D - x P x T G x x
                                                  1            2        3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.5A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Non-Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Knob: POM, Black
Housing: Steel Strip, Ni Plated or Zn Plated
Terminal Base: Phenolic Resin
Terminal: Brass Strip, Ag Plated Over Ni Plated
Contact Clip: PBS C5210R-EH, Ag Clad
Spring: Stainless Steel  
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S172

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (14)

      ORDERING INFORMATION:
        P/N  S W S 4 C - x P x T x x x
                                                  1            2     3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Non-Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

KNOB TYPE
V G

MATERIALS
Knob: POM, Black
Frame: Steel Strip, Ni Plated or Zn Plated
Terminal Base: Phenolic Resin
Terminal: Brass Strip, Ag Plated Over Ni Plated
Contact Clip: PBS C5210R-EH, Ag Clad
Spring: Stainless Steel  
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S173

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (15)

      ORDERING INFORMATION:
        P/N  S W S 4 B - x P x T V x x
                                                  1            2      3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Non-Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Knob: POM, Black
Housing: POM, Black
Terminal Base: PC, Black
Terminal: Brass Strip, Ag Plated Over Ni Plated
Contact Clip: PBS C5210R-EH, Ag Plated
Spring: Stainless Steel  
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S174

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (16)

      ORDERING INFORMATION:
        P/N  S W S x x - 2 P 2 T G x x
                              1                2            3       4
 
      1. SWITCH TYPE:
          46, 47, 48, 49, 50, 51, 52, 53, 54, 55 
      2. SWITCHING ACTION:
          "2P2T" ON-ON   
      3. KNOB TYPE:
          "G" TYPE G
      4. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Knob: POM, Black
Frame: Steel Strip, Ni Plated or Zn Plated
Terminal Base: Phenolic Resin
Terminal: Brass Strip, Ag Plated Over Ni Plated
Contact Clip: PBS C5210R-EH, Ag Clad
Spring: Stainless Steel  
Unit: mm

P/N (H) (W)
46 9 1
47 10 1
48 11 0.9
49 14 1.3
50 18 1.3
51 21 1.3
52 12 1.3
53 8 1
54 8.5 1
55 9.5 1

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S175

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (17)

      ORDERING INFORMATION:
        P/N  S W S 3 4 - x P x T x x x
                                                 1           2      3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Non-Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

KNOB TYPE
V G

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S176

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (18)

      ORDERING INFORMATION:
        P/N  S W S 3 5 - x P x T x x x
                                                 1           2      3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                     Shorting

TYPE G TYPE V

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S177

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (19)

      ORDERING INFORMATION:
        P/N  S W S 3 6 - x P x T G x x
                                                 1            2       3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100mΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                 Non-Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S178

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (20)

      ORDERING INFORMATION:
        P/N  S W S 3 7 - x P x T G x x
                                                 1            2        3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.5A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 100gf
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                 Non-Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S179

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (21)

      ORDERING INFORMATION:
        P/N  S W S 3 8 - x P x T G x x
                                                 1            2       3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.5A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                 Non-Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S180

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (22)

      ORDERING INFORMATION:
        P/N  S W S 3 9 - x P x T G x x
                                                 1            2        3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.5A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                 Non-Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S181

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (23)

      ORDERING INFORMATION:
        P/N  S W S 4 0 - x P x T x x x
                                                 1           2      3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Non-Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

KNOB TYPE
V G

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S182

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (24)

      ORDERING INFORMATION:
        P/N  S W S 4 1 - x P x T G x x
                                                 1            2       3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~10
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 100gf
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                 Non-Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S183

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (25)

      ORDERING INFORMATION:
        P/N  S W S 4 2 - x P x T G x x
                                                 1            2        3
 
      1. SWITCHING ACTION:
          "2P2T" ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON (2P2T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 150gf
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                 Non-Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S184

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (26)

      ORDERING INFORMATION:
        P/N  S W S 4 3 - x P x T x x x
                                                 1           2      3
 
      1. SWITCHING ACTION:
          "2P3T" ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

KNOB TYPE
V G

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S185

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (27)

      ORDERING INFORMATION:
        P/N  S W S 4 4 - x P x T x x x
                                                 1           2      3
 
      1. SWITCHING ACTION:
          "2P3T" ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S186

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (28)

      ORDERING INFORMATION:
        P/N  S W S 4 5 - x P x T x x x
                                                 1           2      3
 
      1. SWITCHING ACTION:
          "2P3T" ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

KNOB TYPE
V G

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S187

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (29)

      ORDERING INFORMATION:
        P/N  S W S 5 7 - x P x T G x x
                                                 1            2       3
 
      1. SWITCHING ACTION:
          "2P3T" ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 150g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                     Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S188

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (30)

      ORDERING INFORMATION:
        P/N  S W S 5 8 - x P x T G x x
                                                 1            2        3
 
      1. SWITCHING ACTION:
          "2P3T" ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Operating force: 300 ± 150g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

                     Shorting

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S189

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (31)

      ORDERING INFORMATION:
        P/N  S W S 4 G - x P x T x x x
                                                   1           2      3
 
      1. SWITCHING ACTION:
          "2P3T" ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

KNOB TYPE
V G

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S190

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (32)

      ORDERING INFORMATION:
        P/N  S W S 4 F - x P x T G x x
                                                  1           2        3
 
      1. SWITCHING ACTION:
          "2P3T" ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S191

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (33)

      ORDERING INFORMATION:
        P/N  S W S 4 H - x P x T G x x
                                                   1            2       3
 
      1. SWITCHING ACTION:
          "2P4T" ON-ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
          "V" TYPE V
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON (2P3T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm

KNOB TYPE
V G

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



S192

Recommended P.C.Board Layout

SLIDE SWITCHES RIGHT ANGLE DIP TYPES (34)

      ORDERING INFORMATION:
        P/N  S W S 5 6 - x P x T G x x
                                                 1            2       3
 
      1. SWITCHING ACTION:
          "2P4T" ON-ON-ON-ON   
      2. KNOB TYPE:
          "G" TYPE G
      3. KNOB LENGTH (L IN MM): 
          02~15
      
 
 
      
 

SPECIFICATIONS
Circuit: ON-ON-ON-ON (2P4T)
Rating: D.C. 50V 0.3A
Contact R.[max]: D.C. 5V 1A 30mΩ
Insulation R.[min]: D.C. 500V 100MΩ
Withstand VOL.: A.C. 500V 1minute
Timing: Non-Shorting
Operating force: 300 ± 100g
Life cycle[max]: 10,000 CYCLES
All materials must be RoHS compliant.

                   Schematic

MATERIALS
Cover: 0.25mm SUS, Washing
Knob: Nylon, Black
Case: Brass Strip/Nylon  9T + F.G., Black/Ag Plated
Contact: PBS C5210R-EH, Ag Clad
Unit: mm
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